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Technical quide

-

Holes drilled as per EN 1092 & 1SO 2531

BSP threading as per 1SO 228-1

Inch Metric Corres[gonding
indication indication N

12-17 10 16,66 14,95

3/4" 20-27 20 26,44 24,12

38,95

2" 50-60 50 59,61 56,66

Flange drillings

PN 10 PN 16

= Bolts Bolts
£3 . 5
EE g & g 2
o ®©
Za D € -g QE) 2 2 € 'E g K]

m S o o
DN z o ag

165 125 4 M16 19

185 145 4 Mi16 19

------ ~= |dentical to PN10

100 220 180 M16 19

150 285 240 8

23
o Mo s s ww onm Moo nowm B

250 395 350 12 M20 23 405 355 12 M24 28

350 505 460 16 M20 23 520 470 16 M24 28

450 615 565 20 M24 28 640 585 20 M27 31
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DISTRIBUTION

NETWORK

End-loaded flange adaptor

O.D. 40to 315 mm - Flange DN40 DN300

() PRODUCT

Angular deviation Flange PN10/16
up to 3° Flange holes
in accordance with Flat, recessed and glued flange

NF EN 1092 and

Py ring with half rod-profile for

total leakproofness between
both connection flanges

End-loaded flange adaptor
for PE and PVC-U
and PVC-O pipes

Angular deviation up to 3°

8006.J
Flange gasket.
Supplied mounted Two flanges for pre-
on SR6 and LPé,. installation outside
Deep pipe Can be sold the trench
insertion separately
= ) Quick installation, only

Ealskonecag one flange to fasten

Gripping ring
pipe restraint
Fast installation

orque indicated on the product label.
Torque check with a torque wrench or till mechanical stop.

FOCUS | LEAKPROOFNESS AND GRIP

0.D.40to 140 0.D.180
rubber ring
SINGLE STAGE
gripping ring 0.D.40to0 315
~ e
Gasket with integrated
0D.160and OD. 20010315 gripping ring ensuring
both leakproofness and
( A rubber ring pipe restraint
(HUOT patent)
\_ ) gripping fing
Ap pl ications - Please contact us for compatibility
- CEETG PE pipes, standard NF T 54-063 - EN 12201
- PE80 PN16 and 12,5 - PVCPN16and 25 PVC-O PVC pipes, standard NF T 54-016 and NF EN 1452
PN10 [3:70) 4% LARGE
3 00 GASKET
Body ductile cast iron in accordance with EN 1563 ieran 5

ductile cast iron in accordance with EN 1563

EN 681-1 rubber - for fluid temperatures up to 40°C WORKING ANGULAR
Flange ring EN 681-1 rubber - for fluid temperatures up to 40°C PRESSURE B hEvIATION
Gripping ring EN 1216X brass for @40 - 110, EN 1982 for @125 - 315 1 6 < 3 -
A4 (316) stainless steel ELUS
Coating epoxy, average thickness 300 microns

Pressure and pressure drop tests in accordance with EN 12842 :2012
Test certificates available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR SR6 - End-loaded flange adaptor



SR6 - End-loaded flange adaptor

0.D.40to 140
L
-
| \
< -
L

¥ |

0.D. 180

0.D.160 and 0.D. 200 to 315

INSTALLATION
ADVICE

INSTALLATION g O+

VIDEOS

Flange PN10/16

End-loaded flange adaptor

0O.D. 40to 315 mm - Flange DN40 to DN300

Bolts
Size (0137

L
(mm)
69

9006.40401 40 40 150 M12 2 35 1,55
9006.40501 50 40/50 165 M12 2 35 70 1,79
9006.6063I 63 50/60/65 185 M16 2 65 110 3,02
9006.6075I 75 60/65 185 M12 2 35 76 2,58
9006.8075I 75 80 200 M12 2 35 77 3,02
9006.8090I 920 80 200 M16 4 65 109 3,20
9006.10111 110 100 220 M16 4 70 118 5,28
9006.10121 125 100 220 M14 4 37 90 4,33
9006.12121 125 125 250 M16 4 70 119 5,63
9006.12141 140 125 250 M16 4 75 122 5,70
9006.1516l 160 150 285 M16 4 71 138 7,97
9006.1518I 180 150 285 M16 4 71 138 4,70
9006.2001 200 200 340 M16 4 75 150 10,19
9006.225I 225 200 340 M16 6 78 174 17,32
9006.2501 250 250 405 M16 6 81 171 19,58
9006.3151 315 300 460 M16 6 88 180 26,60
EH Tightening till mechanical stop
8006.) - Flange gasket

58006.JP40 40 0,01

58006.JP50 50 0,01

58006.JP60 60 0,03

58006.JP65 65 0,03

58006.JP80 80 0,07

58006.JP100 100 0,10

58006.JP125 125 0,12

58006.JP150 150 0,15

58006.JP200 200 0,08

58006.JP250 250 0,09

58006.JP300 300 0,12

z

INSTALLATION TIPS

PIPEJOINTING

Insert the pipe beyond the gasket
Leave aspace “e” for easier tightening

In order to measure

nm,

(4

insert the pipe completely,

mark it and then retreat
for 15to 20 mm

SR6 - End-loaded flange adaptor

HUOT.FR - TECHNICAL PRICE LIST 2024

DISTRIBUTION

NETWORK



DISTRIBUTION

NETWORK

End-loaded large tolerance flange adaptor
For general use on all pipe types, O.D. 61 to 232 mm - Flange DN65 to DN200

Angular deviation
up to 8°

The honeycomb design
lightens and
strengthens the part
and facilitates
its handling

. . HUOT PERFORMANCE
Wide range connection rule
Flange DN ONE ADAPTOR
» N FOR UP
fit for all pipes DNFORU
of the same DN TO 8 PIPES
SIZES

Bolt tightening torque indicated on the product label.
Torque check with a torque wrench.

FOCUS| EN DED LARGE TOLERANCE CONNECTION FOCUS | LP8 GASKETS DETAILS

(F)PRODUCT

PN10 and 16 flange.
Universal drilling
template in accordance

with NF EN 1092 Deep pipe insertion =
and IS0 2531 safe installation
standards

Large gasket made by HUOT
Double flange design enables
pre-installation outside the trench
Quick installation, only
one flange to fasten

Gripping ring
Pipe restraint
Quick installation

TIGHTNESS RING
+ The large ring compensates pipe
ovalisation and surface defects

GRIP
Evenly spaced inserts ensure grip
and wide range fitting

App lications - Please contact us for compatibility

- PEBOPN16and 12,5 - PVCPN16and 25 - i;‘l? PN16

- Ductile cast iron
Grey cast iron

- Steel and coated steel
Composite cement

EPOXY LARGE

Adaptor ductile cast iron in accordance with EN 1563
ductile cast iron in accordance with EN 1563

EN 681-1 rubber - for fluid temperatures up to 40°C
A4 (316) stainless steel

stainless steel

Coating epoxy, 250 microns

Pressure and pressure drop tests in accordance with EN 12842.
Test certificates available on request.

250 il e

micron

WORKING Bl ANGULAR
PRESSURE B pEvIATION

16 N <8

TECHNICAL PRICE LIST 2024 - HUOT.FR

LP8 - End-loaded large tolerance flange adaptor



End-loaded large tolerance flange adaptor
For general use on all pipe types, O.D. 61 to 232 mm - Flange DN65 to DN200

Flange PN10/16

b\ |
-

=

Pipe @ (mm)
DN
Min Max

8.65 61 87 60/65 207 M16 4 65 171 4,91
8.80 84 105 80 225 M16 4 65 171 5,88
8.100 104 132 100 252 M16 4 70 177 6,95
8.125 132 158 125 280 M16 4 75 186 8,45
8.150 158 192 150 312 M16 6 75 221 11,55
8.200 192 232 200 378 M16 6 90 225 16,22
8.250

8.300 In progress

INSTALLATION
ADVICE

INSTALLATION

INSTALLATION TIPS

TIGHTENING

Tighten regularly following indicated

order and torque.
Avoid askew of the components.

LP8 - End-loaded large tolerance flange adaptor

HUOT.FR - TECHNICAL PRICE LIST 2024

DISTRIBUTION
NETWORK



DISTRIBUTION

NETWORK

Large tolerance flange adaptor
All pipe materials*, O.D. 43 - 337 mm - Flange DN40-DN300

Angular deviation
up to 8°

8006.J
Flange gasket.
Supplied mounted
on SR6 and LPé6.
Can be sold
separately

Flange cavities lighten
the adaptor
while increasing
its strength.
Easy to handle

FOCUS | WIDE RANGE CONNECTIO

Principle of wide range HUOT EFFICIENCY :

flange adaptors:

UPTO 8 PIPE
Flange DN SIZES
s WITH ONE
Connection of all pipe types
with the same DN FLANGE DN

Bolt tightening torque indicated on the product label.
Torque check with a torque wrench or till mechanical stop.

FOCUS| LP6 KET DETAILS

(F)PRODUCT

Flange PN10/PN16

Deep pipe insertion =
Universal drilling for RalEE s e
PN10-PN16 flanges,
in accordance
with
NF EN 1092 and
1SO 2531 standards

Large HUOT gasket
Angular deviation up to 8°

The double flange allows
pre-assembly outside the
trench and facilitates laying

Female threaded holes

only 1 tightening
wrench
Quick and easy

LARGE GASKET MADE BY

HUOT

« Compensates pipe shape defects

« Makes up for pipe surface
imperfections

FLANGE GASKET

« Flush-mounted and glued, flat
flange ring

« Perfect leakproofness between-
both connection flanges

« Easy to install

* Ap pI ications - Please contact us for compatibility

- PE80PN16 and 12,5 - PVCPN16 and 25 -

A Pipes must be blocked in longitudinal and lateral directions. For other applications, please contact us

PE100 PN16

PN10 PVC-O

Ductile cast iron
Grey cast iron

Steel and coated steel
Composite cement

LARGE

EPOXY

ductile cast iron in accordance with EN 1563
ductile cast iron in accordance with EN 1563

EN 681-1 rubber - for fluid temperatures up to 40°C
EN 681-1 rubber - for fluid temperatures up to 40°C
A4 (316) stainless steel

epoxy, average thickness 300 microns

Flange ring

Pressure and pressure drop tests in accordance with EN 12842.
Test certificates available on request.

GASKET

p—

WORKING Bl ANGULAR
PRESSURE B pEvIATION

300

micron

16 N <8

TECHNICAL PRICE LIST 2024 - HUOT.FR

LP6 - Large tolerance flange adaptor



LP6 - Large tolerance flange adaptor

o

INSTALLATION
ADVICE

INSTALLATION

Large tolerance flange adaptor
All pipe materials*, O.D. 43 - 337 mm - Flange DN40-DN300

Flange
PN10/PN16
DN
(mm)
6.401 43 61 40-50 165 2 43 110 1,92
6.501 58 77  50-60-65 185 2 43 110 2,49
6.65I 69 88 60-65 185 4 43 110 2,90
6.801 88 109 80 200 4 43 114 3,39
6.1001 107 128 100 220 4 50 119 4,09
6.1251 132 155 125 250 4 60 135 4,85
6.1501 158 182 150 285 4 70 148 4,42
6.175 192 215 200 340 6 80 153 8,94
6.2001 217 241 200 340 6 90 170 9,38
6.2251 242 267 250 405 6 100 185 13,50
6.2501 268 290 250 405 6 110 195 14,10
6.3001 313 337 300 460 6 130 218 17,34
8006.) - Flange gasket

58006.JP40 40 0,01

58006.JP50 50 0,01

58006.JP60 60 0,03

58006.JP65 65 0,03

58006.JP80 80 0,07

58006.JP100 100 0,10

58006.JP125 125 0,12

58006.JP150 150 0,15

58006.JP200 200 0,08

58006.JP250 250 0,09

58006.JP300 300 0,12

INSTALLATION TIPS

TIGHTENING

Tighten regularly following indicated

order and torque.
Avoid askew of the components.

LP6 - Large tolerance flange adaptor

HUOT.FR - TECHNICAL PRICE LIST 2024

DISTRIBUTION
NETWORK
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348/)
57

348

Flanges & accessories

348 | Flange

Round female threaded
flange

For connection between a male
threaded part and a flanged adaptor
or hydrant DN40 -DN200

348/) | Flange ring

Ensures
leakproofness
between
two flanged
parts

Test certificates available on request.

Drilling
DN40 - DN150

PN10/16
DN200 = PN10

Female threading :
- BSP thread :
3/4"t0 4"

- Metric thread
40x300 and
55x300

ductile castiron EN 1563
Female thread in accordance with 1SO 228-1 or ISO 965

Flange ring EN 681-1 rubber - for fluid temperatures under 40°C
A4 (316) stainless steel

h HUOT

(F)PRODUCT

Round blank For connections with flanged parts
flange

The gasket guarantees leak-
proofness between two flanges

Easy to install
Epoxy 300 micron

For dimensions, see overleaf

Blanking element for adaptors
or hydrants
with DN40 to DN250 flange

57 Assembly bolts

Hexagonal Hexagonal
bolts nut

TECHNICAL PRICE LIST 2024 - HUOT.FR

348 - Flanges & accessories



ll'J “““T 348/)
=74

348

Flanges & accessories

348 - Blank flange 348 - Female threaded flange

DISTRIBUTION
NETWORK

E ]
T Nb holes/
2 Hole ) HoI Nb h°'e5/ Code @ Hole | @ Hole oles
Thread. DN
(mm) (mm) (mm) (mm)

348.40 10/16 150 110 4 348.4020  3/4” 10/16 150 110 19
34850 50  10/16 165 125 19 4 348.4026 1 40 10/16 150 110 19
348.60 60/65 10/16  175/185  135/145 19 4 3484033  1"1/4 40  10/16 150 110 19
34880 80  10/16 200 160 19 8 3484040 1712 40  10/16 150 110 19
348100 100  10/16 220 180 19 8 348.4050 2" 40 10/16 150 110 19
348125 125  10/16 250 210 19 8 348.4043  M40x3 40  10/16 150 110 19
348.150 150  10/16 285 240 23 8 3484055 M55x3 40 10/16 150 110 19
348200 200 10 340 295 23 8 3485040 1712 50 10/16 165 125 19
348250 250 10 395 350 23 12 348.5050 2" 50 10/16 165 125 19
3485043  M40x3 50  10/16 165 125 19

3485055 M55x3 50  10/16 165 125 19

348/) - Flange ring 348.6026 17 60/65 10/16 175/185 135/145 19

348.6033 1"1/4 60/65 10/16 175/185 135/145 19
348.6040 1"1/2  60/65 10/16 175/185 135/145 19
348.6050 2" 60/65 10/16 175/185 135/145 19
348.6066 2"1/2  60/65 10/16 175/185 135/145 19

348.6043 M40x3 60/65 10/16 175/185 135/145 19
348.6055  M55x3 60/65 10/16 175/185 135/145 19

00 |00 | 0O |00 |00 (0O | 0O (0O | QO |00 (0O OO QO |CO |0 | |CO ||| ||[W|W|[|A[M|[A|D|A|A[D|[HD[(M|A|D[(AID[M|A[HD|H|[H>

Thiclfness 348.8033 1"1/4 80 10/16 200 160 19
(o) 348.8040 1"1/2 80 10/16 200 160 19
348.8050 2" 80 10/16 200 160 19
348.J40 40 % 40 > 348.8066 2"1/2 80 10/16 200 160 19
34850 50 105 50 5 348.8080 3" 80 10/16 200 160 19
348.J60 60 13 60 5 348.8043 M40x3 80 10/16 200 160 19
348.J80 80 147 80 > 348.8055 M55x3 80 10/16 200 160 19
348100 100 155 100 > 348.10040 1"1/2 100 10/16 220 180 19
348.125 125 106 125 5 348.10050 2" 100 10/16 220 180 19
348150 150 210 150 > 348.10066 2"1/2 100 10/16 220 180 19
348.200 200 265 200 > 348.10080 3" 100 10/16 220 180 19
348250 250 320 250 > 348.100102 4" 100 10/16 220 180 19
3484300 300 370 300 > 348.10043 M40x3 100 10/16 220 180 19
348.10055 M55x3 100 10/16 220 180 19

57 - Bolts P
348.12550 2 125 10/16 250 210 19
348.12543 M40x3 125 10/16 250 210 19
348.12555 M55x3 125 10/16 250 210 19
348.15050 2" 150 10/16 285 240 23
348.15066 2"1/2 150 10/16 285 240 23
For flange 348.15043 M40x3 150 10/16 285 240 23
Diameter x Length DN 348.15055 M55x3 150 10/16 285 240 23
57.1670I1 M16 x 70 40to 125 348.20080 3” 200 10 340 295 23
57.1680I M16 x 80 40to 125 348.20043 M40x3 200 10 340 295 23
57.2080I M20 x 80 150 to 350 348.20055 M55x3 200 10 340 295 23

348 - Flanges & accessories HUOT.FR - TECHNICAL PRICE LIST 2024



DISTRIBUTION

NETWORK

End-loaded coupling

O.D.40to315mm

Separate screws @ PROD U CT

on both ends
for DN160 - 315 :
facilitate installation Pull-out resistance = no concrete
: support needed = quick installation

. Hoisting eye Deep pipe insertion =
ngu art e\6/lat\on (0.D.250 and 315) safe connection
up to

for each pipe
Advantageous solution : assem-

bled and ready-for-use coupling,
no specific tools needed
The gripping ring
ensures pull-out Separate screw tightening
resistance for easier installation

Deep, conical
Coupling without pipe insertion
internal mechanical =
stop, allows coupling Safe connection
and sliding and repair

of same-sized pipes

tening torque instruction on product label.
Check by means of a torque wrench.

FOCUS | LEAKPROOFNESS AND GRIP

0.D.40to 140 0.D.180

4 N\ ( rubber ring A Tubber ring
SEAL GASKET
2 large HUOT gaskets inside

= g the tightening flanges

L J \__ 0npping ring Y,
GRIPPING SYSTEM

0.D.160 and O.D. 200 to 315 DN225t0 315

e N ~ During tightening, the spaces

rubter ing between the gripping inserts are

reduced as to form one
performant gripping system

L JAS gripping fing y

Ap pl ications - Please contact us for compatibility

o o PE pipes, standard NF T 54-063 - EN 12201
B ccsornisandizs [ rvcenisanaas [ PE100PN1S PVC-0 PVC pipes, standard NF T 54-016 and NF EN 1452

PN10 EPOXY LARGE
3 00 GASKET
Sleeve ductile cast iron in accordance with EN 1563 micron 5

ductile cast iron in accordance with EN 1563

EN 681-1 rubber - for fluid temperatures up to 40°C x\{‘%ggﬂ‘#& ANGULAR
Gripping ring EN 1216X brass for @40 - 110, EN 1982 for @125 - 315 1 6 DEWATIOON
A4 (316) stainless steel SR < 6

Coating epoxy, average thickness 300 microns

Pressure and pressure drop tests in accordance with EN 12842 :2012.
Test certificates available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR SR5 - End-load coupling
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0.D.40- 140

INSTALLATION
ADVICE

0.D.180

45

End-loaded coupling

0.D.40to 315mm

A

-
-

0.D. 160 and O.D. 200 to 315

9005.401 40 M12 2 108 118 1,12
9005.501 50 M12 2 48 110 127 1,32
9005.631 63 M16 2 130 231 162 3,55
9005.751 75 M14 2 65 148 168 2,57
9005.90I 90 M16 4 130 231 190 5,66
9005.110I 110 M16 4 140 223 211 6,55
9005.1251 125 M16 4 140 233 235 7,09
9005.1401 140 M16 4 150 243 240 7,84
9005.160I 160 M16 8 142 269 262 7,87
9005.180I 180 M16 8 175 284 273 11,54
9005.2001 200 M16 8 150 292 316 12,21
9005.225I1 225 M16 12 156 321 341 21,44
9005.2501 250 M16 12 162 334 366 24,05
9005.315I 315 M16 12 176 353 433 32,92

EH Tightening till mechanical stop

INSTALLATION TIPS

PIPEJOINTING

Insert the pipe beyond the gasket
Leave aspace "e” for easier tightening

A

In order to measure
insert the pipe completely,

‘_f:o mark it and then retreat
for 15to 20mm

SR5 - End-loaded coupling

HUOT.FR - TECHNICAL PRICE LIST 2024

DISTRIBUTION

NETWORK



DISTRIBUTION

NETWORK

End-loaded large tolerance coupling
For general use on all pipe types, O.D. 61 to 232 mm

Separate flange
tightening:

- Optimises the
installation of each pipe
according to its nature

and diameter
« Allows
pre-installation

End-loaded
grip ring

No internal stop

pipes can be moved
freely for reparations

Wide range connection rule HUOT PERFORMANCE
Flange DN ONE COUPLING DN
fit for all pipes FORUPTO
of the same DN 8 PIPE SIZES

Bolt tightening torque indicated on the product label.
Torque check with a torque wrench.

FOCUS| EN ED LARGE TOLERANCE CONNECTION FOCUS | LP7 GASKETS DETAILS

(F)PRODUCT

Deep pipe insertion =
safe installation

Lifting eye End-loaded = no need
(0D 200)
for a concrete basement
= quick installation
Threaded hole

= Good value coupling, pre-assem-
onlylonepyrench bled and ready for installation.
| SEEE) No specific tools needed
o seizure risk.
Separate tightening
optimises its installation

Deep pipe
insertion

safe installation
and reparation

TIGHTNESS RING

+ Two large HUQOT gaskets inside
the flanges

« Leakproofness due to gasket
rotation during tightening

+ The large ring compensates pipe
ovalisation and surface defects

GRIP
Evenly spaced inserts ensure grip
and wide range fitting

Ap pl ications - Please contact us for compatibility

- PEBOPN16and 12,5 - PVCPN16and 25 - :ﬁ‘]? PN16

- Ductile cast iron
Grey castiron

- Steel and coated steel
Composite cement

EPOXY LARGE

Adaptor

A4 (316) stainless steel
stainless steel

Coating epoxy, 250 microns

Pressure and pressure drop tests in accordance with EN 12842.
Test certificates available on request.

ductile cast iron in accordance with EN 1563
ductile cast iron in accordance with EN 1563
EN 681-1 rubber- for fluid temperatures up to 40°C

GASKET

p—

WORKING Bl ANGULAR
PRESSURE B pEvIATION

250

micron

16 N <8

TECHNICAL PRICE LIST 2024 - HUOT.FR

LP7 - End-loaded large connection coupling
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Pipe O.D. (mm)

End-loaded large tolerance coupling
For general use on all pipe types, O.D. 61 to 232 mm

7.65 61 87 M16 8 130 8,30
7.80 84 105 M16 8 225 130 332 9,82
7.100 104 132 M16 8 252 140 334 11,71
7.125 132 158 M16 8 280 150 346 14,06
7.150 158 192 M16 12 312 150 342 17,92
7.200 192 232 M16 12 378 180 424 27,96

7.250

7300 In progress

INSTALLATION
ADVICE

FURTHER INFORMATION

ANGULAR DEVIATION

The angular deviation of 4° at both ends

of the sleeve makes repairs easier,
ground irregularities are compensated.
With two sleeves a bend of 16° can be attained.

LP7 - End-loaded large connection coupling

HUOT.FR - TECHNICAL PRICE LIST 2024

DISTRIBUTION
NETWORK



DISTRIBUTION

NETWORK

Large tolerance coupling sleeve
All pipe materials*, O.D. 43 to 337 mm

Independent
tightening
of the bolts :

+ Optimizes tightening
for each pipe
type and @

« Allows pre-assembly

Angular deviation
up to 8°
for each pipe

No mechanical stop
inside

The coupling can slide

(F)PRODUCT

Female threaded

holes
only 1 tightening Deep pipe insertion =
wrench, safe installation
no galling risk

The flange design generates
optimal gasket compression and
leakproofness with a minimal
number of compression elements

Independent tightening

Deep pipe insertion . : :
PR facilitates pipe connection

and conical shape

Safe installation for pipe Angular deviation up to 8°
coupling and repair

over the pipes.
Easy pipe repair

Tightening torque instruction on product
Check by means of a torque wrench.

o HUOT PERFORMANCE
Principle of large tolerance
connection UPTO 8 PIPE
= DIAMETERS CAN BE
Connection to pipes
of the same DN CONNECTED BY ONLY
ONE COUPLING SIZE

Compression
gasket-detail

FOCUS | WIDE RANGE CONNECTION FOCUS| LP5 KET DETAILS

LARGE GASKET MADE BY

HUOT

« 2 large HUQT gaskets inside
the tightening flanges

« Perfect leakproofness over
the whole range thanks to the
rotation of the gaskets during
tightening

« The large gasket compensates
pipe shape defects and
makes up for pipe surface
imperfections

* Ap pI ications - Please contact us for compatibility

B eccorvicanaizs [ pvcenio ieana2s PoopNe PVC-0

A Pipes must be blocked in longitudinal and lateral directions. For other applications, please contact us

- Ductile cast iron
Grey cast iron

- Steel and coated steel
Composite cement

EPOXY LARGE

ductile cast iron in accordance with EN 1563
m ductile cast iron in accordance with EN 1563

EN 681-1 rubber- for fluid temperatures up to 40°C
_ A4 (316) stainless steel

epoxy, average thickness 300 microns

Pressure and pressure drop tests in accordance with EN 12842.
Test certificates available on request.

300 B

micron

WORKING Bl ANGULAR
PRESSURE B pEvIATION

16 N <8

TECHNICAL PRICE LIST 2024 - HUOT.FR

LP5 - Large tolerance coupling sleeve



T

Large tolerance coupling sleeve

All pipe materials*, O.D. 43 to 337 mm

N

Bolts ﬂ L
Tolerance (mm)
(mm)
Size (0137
5.401 M16 4 158 120 241 3,11
5.50I 58 77 M16 4 162 125 243 4,20
5.651 69 88 M16 8 178 132 243 5,75
5.801 88 109 M16 8 193 140 257 8,00
5.1001 107 128 M16 8 213 150 270 9,75
5.1251 132 155 M16 8 243 162 287 9,32
5.1501 158 182 M16 8 273 175 303 10,98
5.1751 192 215 M16 12 305 187 314 15,37
5.200I 217 241 M16 12 330 200 331 16,39
5.2251 242 267 M16 12 365 212 360 22,50
5.2501 268 290 M16 12 385 225 365 24,20
5.3001 313 337 M16 12 435 250 396 29,92

INSTALLATION
ADVICE

INSTALLATION &8,

FURTHER INFORMATION

ANGULAR DEVIATION

The angular deviation of 8° at both ends

of the sleeve makes repairs easier,

ground irregularities are compensated.

With two sleeves a bend of 32° can be attained.

LP5 - Large tolerance coupling sleeve

HUOT.FR - TECHNICAL PRICE LIST 2024

DISTRIBUTION

NETWORK



DISTRIBUTION

NETWORK

LP2005

Large tolerance coupling
All pipe materials*, O.D. 43 to 241 mm

For the connection of two pipes with rather different ODs inside a given range,
we recommended the use of a LP5 sleeve

Single tightening
Optimum fitting
in one action

Deep pipe
insertion

Safe connection
and repair

Principle of large tolerance
connection

Connection to pipes
of the same DN

FOCUS | WIDE RANGE COUPLING

COMPRESSION
GASKET-DETAIL

(F)PRODUCT

Deep pipe insertion =

Angular deviation . :
€ safe installation

up to 6°

Good value coupling, pre-
assembled and ready for use,
no special tools needed

The flange design generates
optimal gasket compression and
leakproofness with a minimal
number of compression elements

Single tightening optimises
pipe connection
No mechanical stop

inside Angular deviation up to 6°

The coupling can slide
over the pipes.
Easy pipe repair

g torque instruction on product label.
Check by means of a torque wrench.

FOCUS | LP2005 GASKET DETAILS

LARGE GASKET MADE BY

HUOT

« 2 large HUQOT gaskets inside
the tightening flanges

« Perfect leakproofness over
the whole range thanks to the
rotation of the gaskets during
tightening

« The large gasket compensates
pipe shape defects and
makes up for pipe surface
imperfections

* Ap pI ications - Please contact us for compatibility
PE100 PN10

- PE80PN12,5and 16 - PVCPN10, 16 and 25 - PN16

A Pipes must be blocked in longitudinal and lateral directions - For others applications, please contact us

- Ductile cast iron
Grey cast iron

- Steel and coated steel
Composite cement

EPOXY LARGE

Test certificates available on request.

ductile cast iron in accordance with EN 1563
ductile cast iron in accordance with EN 1563
EN 681-1 rubber - for fluid temperatures up to 40°C 1
GEOMET steel 500 grade B 1000 HBS

epoxy, average thickness 300 microns

Pressure and pressure drop tests in accordance with EN 12842.

300 B

micron

WORKING Bl ANGULAR
PRESSURE B pEvIATION

16 B <6

TECHNICAL PRICE LIST 2024 - HUOT.FR

LP2005 - Large tolerance coupling sleeve



LP2005

Large tolerance coupling
All pipe materials*, O.D. 43 to 241 mm

I~

A

T
Bolts L
Tolerance (mm)
(mm)
in. 5 Size (0137
190

2005.40 M16 2 158 71 2,10
2005.50 58 77 M16 2 162 71 190 3,04
2005.65 69 88 M16 4 178 75 190 3,77
2005.80 88 109 M16 4 193 77 190 3,73
2005.100 107 128 M16 4 213 79 210 513
2005.125 132 155 M16 4 243 79 210 6,00
2005.150 158 182 M16 4 273 81 210 7,21
2005.175 192 215 M16 6 305 81 210 8,86
2005.200 217 241 M16 6 330 83 210 10,00

HUOT LARGE TOLERANCE APP

INSTALLATION TIPS

LP Coupling
Allows to find the HUOT product code for a given
pipe DN

3D product demos

Product assembly videos

Entertaining and pratical

PREPARATION BEFORE INSTALLATION

Cage the gasket in order to reduce play
between coupling and pipe

Download the app
for smartphones and tablets .
on AppStore or Google Play . .

LP2005 - Large tolerance coupling sleeve HUOT.FR - TECHNICAL PRICE LIST 2024

DISTRIBUTION
NETWORK



2000/CD

Torque wrench

Professional tool for installation of potable water fittings and service connections

DISTRIBUTION
NETWORK

Manageable and
maintenance-friendly

Sockets
18/19/21/22/24

Extender

Torque indicating strip

FOCUS | TORQUE STRIP DETAIL

Reset ring

Open end sockets
16/17

24 mm-socket for LP
tapping saddles

Ratchet head for LP
tapping saddles

FOCUS | CALIBRATION

WRENCH
CALIBRATION

OPTIMUM
MEASUREMENT

(F)PRODUCT

The use of a torque
wrench optimizes
the installation

of HUOT fittings and
service connections.

The recommended torque for
each product group is marked on
the torque strip with a cursor

Audible and tactile signal
when the recommended
torque is attained

Manageable and maintenance-
friendly

The resetting of the wrench occurs
during tightening and loosening.

FOCUS | RECOMMENDED PRODUCT GROUPS*

« SR5 - SR6 end-loaded couplings

« LP5 - LP6 large tolerance couplings

«R5 - R6 couplings

« Tapping saddles LP89 / LP88 / 88P / LP9189

*The recommended torque is indicated by a sticker on all parts

Quality standards 1SO 6789 "TYPE Il CLASS A" NF E 74-325
+ 4% of the indicated torque
Capacity from 20 Nm to 200 Nm (about 2 to 20 mkg)

SPECIAL
GRADUATED
TORQUE STRIP
FOR HUOT PRODUCTS,

FOR
POTABLE
'WATER FITTINGS

AND
CONNECTIONS

TECHNICAL PRICE LIST 2024 - HUOT.FR

2000/CD - Torque wrench



Professional tool for installation of potable water fittings and service connections

2000/CD

Torque wrench

e T

2000.CD

1,60

Supplied in rigid case.
With instructions for use
and calibration report.

350

454

o

HUOT LARGE TOLERANCE APP

Allows to find the HUOT product code for a given
pipe DN

3D product demos

Product assembly videos

Entertaining and pratical

Download the app
for smartphones and tablets .
on AppStore or Google Play . .

INSTALLATION TIPS

DOUBLE CHECK

Check torque immediately after

Torque

min maximui IMPORTANT
etween tighter

Onlytheindicated torque
quarantees optimum sealing
and leakproofness.

2000/CD - Torque wrench

HUOT.FR - TECHNICAL PRICE LIST 2024

DISTRIBUTION
NETWORK
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I HUOT

SERVICE
CONNECTIONS

W BSP tapping saddles B Stop valves
MP98 23 W Service connection accessories
[P389 ..o 25 UOBIOCBZ/A oo 5]
Wrench

W Service valves Extension tube...
402 Gap
SES412.. Surface box and plate............cocccvvenes 47

SEA2...

B Under pressure tapping saddles
LP189....
LP9189..

B PERFORUO 3489
3489 37
Accessories 3489 ... 39
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FOCUS | GASKET DETAIL 389/P

Tapping saddle with BSP threaded outlet

For PE & PVC, Pressure > 10 bar

Guaranteed
leakproofness
between saddle and
pipe thanks to the

safety gasket

in the outlet Dedicated security
seal made
by HUOT

. . Female threaded lug
Easy assembling with _

two bolts only only 1 wrench needed.

No galling risk.
Available with SS bolts

Anti-corrosion 300um
€epoxy coating

on the saddle's lower half without outlet
Torque check by means of a torque wrench - torque indication on the label

SECURITY HEELS

Installation security thanks to the
heels of the saddle's upper half,
which prevent overtightening,
especially in case of feeble pipe
thickness.

Dedicated seal, made by HUOT
Moulded gasket, centred in the collar

Ap pl ications - Please contact us for compatibility

Please consult us for pipes of feeble
- PE8OPN10t0 16 - PVCPN10t025 - Em%ow NG PVCBO A thickness

ductile cast iron according EN 1563

BSP thread according to ISO 228-1

EN 681-1 rubber - for fluid temperatures below 40°C
_ A4 (316) stainless steel

epoxy, average thickness 300 micron

Strength test to HUOT specifications: 150Nm. Leakproof and depressurization test according to EN 12842 with bolts tightened at 30 and 50 Nm. Corrosion
resistance test according to ISO 9227:1991. Test certificates in accordance with current standards are available on request.

() PRODUCT

The heels prevent
overtightening and pipe damage

Optimises the mechanical
tightening strength

Perfect adhesion between
the saddle's contact
sections and the pipe

No metal sealing ring needed

FOCUS | 389/P CONCEPT

EPOXY SAFETY

300 HEEL

micron

TECHNICAL PRICE LIST 2024 - HUOT.FR

389/P - Tapping saddle with BSP threaded outlet



Tapping saddle with BSP threaded outlet

For PE & PVC, Pressure = 10 bar

Thread @ L Galvanized
Code )
(mm) (mm) Bolt - Size

389.P2063| 3/4" 1,07
389.P2663l 1" 1,05
389.P33631 63 1"1/4 125 645 M12 1,00
389.P4063| 1"1/2 0,98
389.P5063| 2 0,95
~ L - 389.P2075! 3/4" 1,32
g 389.P2675! 1" 1,30
A 389.P33751 75 1"1/4 136 70 M16 1,25
389.P4075! 1"1/2 1,23
_ [_T_' 389.P5075! 2 1,20
389.P2090I 3/4" 1,28
389.P2690I 1" 1,25
‘ i 389.P33901 90 1"1/4 146 77 M16 1,20
389.P4090I 1"1/2 1,18
389.P5090I 2 115
389.P2011 3/4" 1,33
389.P2611 1" 1,31
389.P33111 110 1"1/4 164 87 M16 1,26
389.P4011 1"1/2 1,24
389.P5011 2 1,05
389.P2012l 3/4" 1,35
389.P2612l 1" 1,33
389.P33121 125 1"1/4 178 945 M16 1,28
389.P4012l 1"1/2 1,26
389.P5012l 2 1,23
389.P2014I 3/4" 1,47
389.P2614I 1" 1,45
389.P33141 140 1"1/4 194 102 M16 1,40
o 389.P4014| 1"1/2 1,38
389.P5014I 2 1,35
389.P2016l 3/4" 1,55
389.P2616l 1" 1,53
389.P33161 160 11/4 213 112 M16 1,48
389.P4016l 1"1/2 1,46
389.P5016l 2 143
389.P20201 3/4" 1,69
389.P2620I 1" 1,67
389.P33201 200 1"1/4 252 132 M16 1,62
389.P4020I 1"1/2 1,60
389.P50201 2" 1,57

389/P - Tapping saddle with BSP threaded outlet HUOT.FR - TECHNICAL PRICE LIST 2024
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LP389

h HUOT

Large tolerance tapping saddle with BSP threaded outlet

For rigid pipes - DN40 to 300

Guaranteed
leakproofness
between saddle and
pipe thanks to the
safety gasket
in the outlet

Easy assembling
with two
screws only.

Anti-corrosion,
300pm epoxy coating

Torque check by means of a torque wrench - torque indication on the label

FOCUS | LP389 CONCEPT

FOCUS | GASKET DETAIL LP389

Dedicated seal, made by HUOT
Moulded gasket, centred in the collar

() PRODUCT

p Optimises the mechanical
resistance to tightening

Dedicated securit,
seal made g ) Perfect adhesion between
by HUOT the saddle's contact

sections and the pipe

Female threaded lug » No metal sealing ring needed

only 1 wrench needed.
No galling risk.
Available with SS screws

on the saddle's lower half without outlet

CONTACT CROSSBARS

Improved installation safety
thanks to the contact crossbars
which spread the tightening
forces over the whole saddle

Ap pl ications - Please contact us for compatibility

- PEB0OPN16 - PVCPN16 and 25

A Please consult us for pipes of feeble thickness.

PVCBO

PN16

- Ductile cast iron
Grey cast iron
- Steel and coated steel
Fibre cement

Saddles halves ductile cast iron according - EN 1563

BSP thread according to ISO 228-1

Screws

A4 (316) stainless steel
epoxy, average thickness 300 micron

EN 681-1 rubber - for fluid temperatures below 40°C

260 *NeeL
micron J L

ONLY ONE
WRENCH

xﬂ

Strength test to HUOT specifications: 150Nm. Leakproof and depressurization test according to EN 12842 with bolts tightened at 30 and 50 Nm. Corrosion resistance test

according to ISO 9227:1991. Test certificates in accordance with current standards are available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR

LP389 - Large tolerance tapping saddle with BSP threaded outlet



i HuOT
LP389

Large tolerance tapping saddle with BSP threaded outlet

For rigid pipes - DN40 to 300
Thread @ Galvanized Weight
(mm) Screw-Size (kg)
1"
138 58

389.26401 0,93
40 48-60 M6 ——
389.3340! 1"1/4 0,88
389.26501 1" 1,06
389.33501 1"1/4 1,26
50 59-71 146 68,5 M6 ———
389.40501 1"1/2 1,21 2
389.50501 2" 1,09 8 g
389.26651 1 1,33 Zu
_— wZ
389.3365| 1"1/4 1,26 vz
65 69-88 150 76 M6 ——— S
389.4065| 1"1/2 1,03
389.5065I 2" 1,10
389.26801 1 1,41
389.33801 1"1/4 1,34
80 88-109 164 86,5 M6 ———
L 389.4080! 1"1/2 1,31
‘ 2
389.50801 2" 117
389.26100I 1 1,91
389.331001 1"1/4 1,41
% 100 107-128 188 9% M6 ———
g 389.401001 1"1/2 1,38
T 389.501001 2" 1,27
389.26125| 1 1,57
389.33125| 1"1/4 1,52
125 132-152 212 108 M6 ———
389.40125| 1"1/2 1,45
389.50125I 2" 1,32
389.261501 1 1,71
389.331501 1"1/4 1,64
150 158-182 241 123 M6 ————
389.401501 1"1/2 1,59
389.501501 2" 1,46
389.26175I 1" 1,73
389.331751 1"1/4 2,08
175 192207 267 1355 M6 ——
389.40175I 1"1/2 1,73
389.50175I 2" 1,73
389.262001 1" 2,30
389.332001 1"1/4 2,25
200 217-234 294 149 M6 ——
389.402001 1"1/2 2,25
389.502001 2" 2,08
389.26225| 1" 2,64
389.33225| 1"1/4 2,64
225 240-267 327 1655 M6 ——
389.40225| 1"1/2 2,64
. 389.50225I 2" 2,64
Sideview
389.262501 1" 2,71
389.332501 1"1/4 2,71
250 - 270-288 348 176 M6 ——
CONTACT ZONES 389.402501 1"1/2 2,71
389.502501 2" 2,46
389.26275I 1" 2,69
389.33275| 1"1/4 2,99
275 202-311 371 187,5 M6 ——
389.40275I 1"1/2 2,99
389.50275I 2" 2,69
389.263001 1" 3,24
389.333001 1"1/4 3,12
300 311-336 396 2005 M6 ——
389.403001 1"/2 3,24
389.503001 2" 3,24

LP389 - Large tolerance tapping saddle with BSP threaded outlet HUOT.FR - TECHNICAL PRICE LIST 2024
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MPS8

h HUOT

Extra large tolerance tapping saddle

For rigid pipes OD 334 to 650 mm

With locking screw for side or

Manual tightening till
contact, then one turn
with a wrench

Full bore thanks to
the gasket's form.
No metal ring needed.

Anti-corrosion
protection thanks to
300 pm epoxy coating

4 patents registered

assemble

+

IMMEDIATE LEAKPROOFNESS
= No oakum, nor joint compound needed

ROTATION 180°

for alignement of cock and service connection

FOCUS | HUOT SADDLE AND SERVICE COCK DETAIL FOCUS | DESIGN OF MP98

HUOT tapping saddle Service cock MP98 & SE402

upright tapping

() PRODUCT

Rationalises the saddle's
structure

Dedicated Optimizes the thightening
captive security strength
seal

Perfect adhesion between
the saddle and the pipe

In upright tapping configuration,
the valve is locked by tightening
the SS outlet screw

4 patents registered

Removable module allowing
outside diameter extension
(from 3 to 7 modules)

Nominal size and tolerance indicated on the saddle
Nominal size and number of modules indicated on each module

d

Quick hook with
butterfly washer

Stainless steel bolt

Gasket

Ap pl ications - Please contact us for compatibility

PE100
B oo B vcrveonas [

- Ductile cast iron
Grey castiron

- Steel and coated steel
Fibre Cement

EPOXY SAFETY

A4 (316) stainless steel hex screw
BTN 4 (316) stainless steel

epoxy, average thickness of 300 micron

Strength test to HUOT specifications : 120 Nm. Leakproof and depressurization test according to EN 12 842 with bolts tightened at 30 and 50Nm.
Corrosion resistance test according to ISO 9227:1991. Test certificates in accordance with current standards are available on request.

300 HEEL

T  cuctile cast iron GJS - EN 1563 - 1SO 965 micron

metric female thread according ISO 965 : - small outlet M40x3 - large outlet M55x3

EN 681-1 rubber - for fluid temperatures below 40°C

TECHNICAL PRICE LIST 2024 - HUOT.FR

MP98 - Extra large tolerance tapping saddle



lh HUOT

MPS8

Extra large tolerance tapping saddle

For rigid pipes OD 334 to 650 mm

Small boss (M40x3)
Number
L Visserie
Range OD (mm) of
(mm) Taille

Modules
98.40XL3 XL 334 392 123,5 3 M16 5,42
98.40XL4 XL 392 463 123,5 4 M16 6,08
98.40XL5 XL 463 533 123,5 5 M16 6,73
98.40XL6 XL 533 600 123,5 6 M16 7,38
98.40XL7 XL 600 650 123,5 7 M16 8,03

Large boss (M55x3)
T Number
L Visserie
Code Range OD (mm) of
(mm) Taille

Modules
98.55XL3 XL 334 392 123,5 3 M16 5,58
98.55XL4 XL 392 463 123,5 4 M16 6,24
98.55XL5 XL 463 533 123,5 5 M16 6,89
98.55XL6 XL 533 600 123,5 6 M16 7,54
Module (98.MXL) 98.55XL7 XL 600 650 1235 7 M16 8,19

For BSP threaded outlets 2" to 2", please contact us.

M
Code
S

98.MXL

P98 | Number of modules
ize Min. Max.
XL 3 7 0,65

235

MP98 - Extra large tolerance tapping saddle

HUOT.FR - TECHNICAL PRICE LIST 2024
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G HuOT
ELE

Large tolerance blanking saddle
For rigid pipes - DN40 to 300

() PRODUCT

Torque check by means
of a torque wrench -
torque indication on Saddle-shaped . . /
the label gasket ) Rationalizes the saddle’s

structure

) Optimizes the tightening

strength

(é\ .
o ) Perfect adhesion between
- l
9 Female threaded lug the ;add\e s contact
= Pipe blanking = sections and the pipe
S Only 1 wrench needed.

No galling risk.

Available with SS screws

Anti-corrosion 300pum
epoxy coating

=FORALL PIPE TYPES OF THE SAME DN
TOLERANCE INDICATION ON THE LOWER HALF OF THE SADDLE

FOCUS | GASKET DETAIL LP389 FOCUS | LP389 CONCEPT

CONTACT CROSSBARS

Improved installation safety
thanks to the contact crossbars
which spread the tightening
forces over the whole saddle

Dedicated seal, made by HUOT
Moulded gasket, centred in the collar

Appl ications - Please contact us for compatibility - Ductile castiron
Grey cast iron

PE100
- PE80 PN16 - PVCPN16 and 25 - PN16 PVCBO - Steel and coated steel

Fiber cement

A Please consult us for pipes of feeble thickness. EPOXY SAFETY
3 0 0 HEEL
micron J L

Saddle halves ductile cast iron according EN 1563
[ Outlet AN

EN 681-1 rubber - for fluid temperatures below 40°C

A4(316) stainless steel x1
epoxy, average thickness 300 micron \

ONLY ONE
WRENCH

Strength test to HUOT specifications: 150Nm. Leakproof and depressurization test according to EN 12842 with bolts tightened at 30 and 50 Nm.
Corrosion resistance test according to ISO 9227:1991. Test certificates in accordance with current standards are available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR LP389 - Large tolerance blanking saddle



G HuOT
LP389

Large tolerance blanking saddle
For rigid pipes - DN40 to 300

A
3
£
T

A = @

w O

OF

>V

w

‘/\ G2

w =z

[e]

v

I==u
Sideview
CONTACT ZONES

T
Range O.D. (mm)

389.401 40 48 60 138 58 M16 1,04
389.501 50 59 71 146 68,5 M16 1,48
389.65I 65 69 88 150 76 M16 1,45
389.80I 80 88 109 164 86,5 M16 1,51
389.100I 100 107 128 188 96 M16 1,60
389.1251 125 132 152 212 108 M16 1,67
389.1501 150 158 182 241 123 M16 1,84
389.175I 175 192 207 267 135,5 M16 2,24
389.200I 200 217 234 294 149 M16 245
389.2251 225 240 267 327 165,5 M16 2,55
389.2501 250 270 288 348 176 M16 2,79
389.275I 275 292 31 371 187,5 M16 2,71
389.300I 300 311 336 396 200,5 M16 3,24

2 new videos :

Assembling a HUOT tapping saddle and service cock

INSTALLATION TIPS

VISUAL INSPECTION Uniform tightening Unequaltightening Torque

Screw ends must be of equal length

> tightening checkimmediately after setting
with a torque wrench (pipe creep distorts
the measurement)

> If necessary, tighten again

View at huot.fr

B P saddle + 5402
B P saddle + 5402

LP389 - Large tolerance blanking saddle HUOT.FR - TECHNICAL PRICE LIST 2024 6
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v~ & HUOT
902

SPHERUQ - Gunmetal service valve for side tapping with flanged outlet
1/4 turn ball valve - Metric threaded male inlet - DN20 to DN40

() PRODUCT

Blue epoxy
square 30 x 30 (402) :

} ) Gunmetal body
anti-clockwise

Service valve for house

dlesing better durability . . L

Black epoxy (902) connections or insertion

clockwise closing flowmeters
1/4 turn valve with massive ball
Gunmetal body for a
better durability
Immediate water seal between
the valve and HUOT tapping
saddles without using additional
sealing compound

Wi ihresdte Femgle threaded outlet
et vv|th epoxy coated
(40x300 or 55x300) swivelling flange

FOCUS | LEAKPROOF HUOT PROD FMBASUO
9486 Protective setting for SPHERUO
Cross section of a SE402 Se’VI'CC'COCk.S and PVC
extension pipes
DN20 to DN40
Full-bore
two-way ball
Ball inserted
between teflon
seats for complete Teflon seats
tightness for smooth handling 3 Easy to fit with two snap-on parts

p No intrusion of external elements
p No tools needed

Gunmetal NF EN 1982
Gunmetal NF EN 1982 - brass NF EN 1216X/NF EN 1982

EX
| Nipple | OVAL EPOXY
_ solid nickel plated brass ball NF EN 1216X COATED FLANGE
[seat 0000 M 300
brass stem NF EN 1216X with O-ring / cast iron square handle EN - GJL - NF EN 1561 fmicrons

with epoxy coating PRESSURE
IEET  metric thread M40x3 / M55x3 1SO 965 PRESSURE
_ Epoxy coated steel flange with oblong holes (cf. table) 1 6

BAR

PE

Tightness test of valve body and obturator to NF E 29-311 - SO 5208 PN25. Test certificates made according to standards in force are available on request

TECHNICAL PRICE LIST 2024 - HUOT.FR 402-902 - SPHERUO - 9486 - EMBASUO
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402
902

SPHERUQO - Gunmetal service valve for side tapping with flanged outlet
1/4 turn ball valve - Metric threaded male inlet - DN20 to DN40

402/902 - Spheruo
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Flanges
F Centre dis- @ Recom-
Inlet tance (mm) mended
thread bolt

402.20 20 M40x3 65 75 3/4” 102 M10 80 84 20 20 1,43
402.27 25 M40x3 70 80 1" 110 M12 85 94 20 27 2,00
402.27G 25 M55x3 70 80 1" 110 M12 85 105 25 27 2,06
402.32 32 M55x3 90 100 1"1/4 135 M12 92 115 25 32 2,86
402.40 40 M55x3 95 105 1"1/2 145 M12 100 131 25 38 4,28

Ref. 902 (clockwise closing) : please contact us

9486 -EmbasU0

) — S ~

L= :

=) A -
H} L 9486. 920 73 200 0,10

INSTALLATION TIPS

> Assemble valve to mechanical stop onto tapping
saddle first

> make sure operating square is upright
(1/2 turn back allowance)

INSTALLATION

> Tighten locking screw (2) by hand and then
ADVICE . ’ 4

1 round with a 13 mm spanner
> Insert safety gasket inside the boss
> No sealing compound in threads

402-902 - SPHERUO - 9486 - EMBASUO HUOT.FR - TECHNICAL PRICE LIST 2024
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SE 5412
SE 5912

5488

New control square
with recesses

5402.C

YACUO - Gunmetal universal tapping valve with REXUO fitting

1/4 turn valve — BSP threaded inlet — 1" to 2"

Blue epoxy (5412)
square 30 x 30
anti-clockwise closing

Black epoxy (5912)
clockwise closing

Easier repositioning
of the control

h HUOT

() PRODUCT

Universal service cock for
collective trenches

and congested urban networks
Very resistant bronze valve body

1/4 turn valve with massive
ball obturator

The square valve control is

p Easy and quick to fit
» No intrusion of external elements

) No tools needed

Tightness test of valve body and obturator to NF E 29-311 - 1SO 5208 PN25. Rexuo fitting test: Internal pressure tightness test to ISO 3458, internal depression tightness
test and required characteristics to ISO 3459. Traction resistance test to ISO 3501, internal pressure tightness test in pipe bend conditions to ISO 3503.
Test certificates made according to standards in force are available on request.

gunmetal NF EN 1982
solid nickel plated brass ball NF EN 1216X
PTFE

Brass parts NF EN 1216X / cast iron square control - DN20: GL - NF EN 1561
- Others: GJS - NFEN 1563

with epoxy coating
BSP thread - 1SO 228-1

Rexuo compression fitting, brass NF EN 1216X/NF EN 1982

nickel / chrome plated steel

) Comfortable handling, perfect tightening
» Wrench guiding on the pipe

For all control diameters

HgPIE easily mounted thanks to the
automatic pin guide in the ball
100% gunmetal valve
body Designed and offered
for sale in 1984
REXUO outlet fitting with
snap-on packing (see overleaf
for the product codes)
The ribs and the
dedicated wrench keep For upright and lateral
the valve in place tapping, easy manual
BSP threaded ‘;}Vhiggj%‘;‘“?g repositioning of the
inlet the tting control square
- Individually packed
in plastic bags
YACUO wrench
5488 E_L\f )B/AAELL}J Oo 5402 .C One side for all YACUO square control
diameters, the other side for REXUO
fittings O.D. 25 and 32 mm :
Tightening/ Tightening/
loosening loosening .
Colour: of the YACUO of the REXUO : REXUQ pattern printed
Al blue control fitiie . onthewrench=

easy tightening

LARGE
GASKET

PRESSURE

9 TECHNICAL PRICE LIST 2024 - HUOT.FR
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SE 542
SE 5912

5402.C
5488

YACUO - Gunmetal universal tapping valve with REXUQO fitting

1/4 turn valve — BSP threaded inlet — 1" to 2"

5412 - SE5412/SE5912 Yacuo

%)
=2
w O
UFE
>V
oc W
w Z
w zZ
[e]
]

Prise latérale

Anti-clockwise closing | Clockwise closing “
20

Prise verticale

8
F Outlet o o Bit *
(Thread) (mm) (mm)
25 20 96

5412.25SE26 5912.25SE26 1" 150 100 148 1,62 W3
5412.32SE26* 5912.32SE26* 20 1" 32 20 150 131 134 148 1,91 [ E |
5412.32SE33 5912.32SE33 25 1"1/4 32 24 194 116 145 164 2,52 W
5412.40SE33* 5912.40SE33* 25 1"1/4 40 24 194 158 187 164 302 EW
5412.40SE40 5912.40SE40 32 1"1/2 40 30 217 140 175 182 337 BEE
5412.50SE40 5912.50SE40 32 1"1/2 50 30 217 188 223 182 4,07 W@
5412.50SE50 5912.50SE50 40 2" 50 38 234 167 201 199,5 636 WH
5412.63SE50* 5912.63SE50* 40 2" 63 38 234 225 256 199,5 726 W
Valves with a snap-on packing are marked by this logo 3l *with adaptor kit 9402/K

Valves 1"1/4, 1"1/2 and 2" are equipped with a male reducer ref.1410R

5488 - Embase for Yacuo

;
D
Code
.|| wueT | K 3
5488.20 20 ) 73 200 0,16
S = 5488.25 25 90 105 200 0,23
“‘4 j s 5488.32 32 90 105 200 023
L 5488.40 40 90 105 200 0,23
5402/C - Yacuo tightening wrench
Code
I | wi N | 5402.C25SE 67 36 36 27,5 8 260 0,48
r 5402.C32SE 80 45 36 35 8 267 0,52
o { <

SE5412 & SE5912 - YACUO - 5402.C - YACUO wrench HUOT.FR - TECHNICAL PRICE LIST 2024 0



Blue epoxy (SE412)
square 30 x 30
anti-clockwise closing

Black epoxy (SE912)
clockwise closing

The ribs and the
dedicated wrench keep
the valve in place
when mounting
the REXUO fitting

Ball inserted
between teflon
seats for complete
tightness

Full-bore
two-way ball

Teflon seats
for smooth handling

SPHERUQ - Side tapping service cock with REXUO outlet

1/4 turn valve — BSP threaded inlet — 1" to 2"

Bronze body

better durability

Snap-on packing

Quick and easy
assembling
No risk of loosing parts
No mix-up of parts

h HUOT

() PRODUCT

Universal service cock
for collective trenches

Outlet with and congested urban networks
REXUO fitting
for plastic pipes 1/4 turn valve with massive
9 ball obturator
()
-
9] Bronze body for
w
z P hzadtas greater strength
cZ> inlet 34"to 2
v

The ribs on the valve body
guarantee efficient REXUO
tightening thanks to the
dedicated wrench

REXUO outlet fitting with
snap-on packing (see overleaf
for the product codes)

Individually packed
in plastic bags

FOCUS | LEAKPROOF HUOT PRODUCTS EMBASUO
9486 Protective setting for SPHERUO
Cross section of a SE402 service cocks and PVC

extension pipes DN20 to DN40

) Easy to fit with two snap-on parts
) Nointrusion of external elements
) No tools needed

bronze NF EN 1982

bronze NF EN 1982 - brass NF EN 1216X/NF EN 1982

solid nickel plated brass ball NF EN 1216X

PTFE

brass stem NF EN 1216X with O-ring / cast iron square handle EN - GJL - NFEN 1561
with epoxy coating

BSP male thread ISO 228-1

Rexuo compression fitting, brass NF EN 1216X/NF EN 1982

EMBASUO PE

Tightness test of valve body and obturator to NF E 29-311 - ISO 5208 PN25. Rexuo fitting test: Internal pressure tightness test to ISO 3458, internal depression tightness
test and required characteristics to ISO 3459. Traction resistance test to ISO 3501, internal pressure tightness test in pipe bend conditions to ISO 3503.
Test certificates made according to standards in force are available on request

TECHNICAL PRICE LIST 2024 - HUOT.FR SE412 & SE912 - SPHERUO - 9486 - EMBASUO
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SPHERUOQO - Side tapping service cock with REXUO outlet

1/4 turn valve — BSP threaded inlet — 1" to 2"

SE412/SE912 - Spheruo

%)
=2
w O
UFE
>V
oc W
w Z
w zZ
[e]
]

v () === == ] (=]
Y [ ﬂ g S
L
Code F L o Bit *
Anti-clockwise closing Clockwise closing (Thread) (mm) (mm)
9412.25SE26 9912.25S5E26 20 1 25 97 80 20 1,1 | E |
9412.32SE26 9912.32SE26 25 1" 32 114 85 20 1,55 | E |
9412.32SE33 9912.32SE33 25 1"1/4 32 17 85 27 1,62 | E |
9412.40SE40 9912.40SE40 32 1"1/2 40 139 92 32 2,28
9412.50SE40 9912.50SE40 32 1"1/2 50 201 100 32 4,17
9412.50SE50 9912.50SE50 40 2" 50 160 100 38 4,13
9412.63SE50 9912.63SE50 40 2" 63 225 100 38 4,94 | E |
Valves with a snap-on packing are marked by this logo 3l *: @ bit with pilot drill
9486 -Embasuo
I
D
I W _| | AUeT fr D L H Weight
Code
(mm) (mm) (mm) (kg)
9486. 90 73 200 0,10
-
o— U
L

SE412 & SE912 - SPHERUO - 9486 - EMBASUO HUOT.FR - TECHNICAL PRICE LIST 2024
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LPI89

Complete under pressure tapping device (patented) for potable water service connections
For rigid pipes - Saddle DN 65 to 300 - Ball valve DN 20 to 40

(3) PRODUCT

Specially shaped, -
full bore gasket.

No metal ring needed » No surface box needed

Dedicated security
seal made
by HUOT

» Saddle with built-in ball valve

) Perfect adhesion between
Va-turn valve : clockwise the saddle's contact
opening, anti-clockwise sections and the pipe

Anti-corrosion epoxy closing.
coating Inside stops protected

against the outside
environment.
Torque check by means
of a torque wrench

wv
=
o
o
v
w
=z
=z
o
v

(without DN300)
Female threaded lug
only T wrench needed. Female threaded
No galling risk. outlet 1"to 2"

Available with SS screws

IN': SADDLE DN = FOR ALL PIPE TYPES OF THE SAME DN
TOLERANCE INDICATION ON THE LOWER HALF OF THE SADDLE

FOCUS| LP189 CONCEPT

ONE-USE UPRIGHT TAP

DN300

Assembly tested before dispatch
ONE-PIECE TAPPING

DEVICE DN65 TO DN250

- Universal large tolerance
tapping saddle for side,
upright or diagonal tapping

+ Spheruo ball valve

+ BSP threaded outlet

- For tappings up to @36

By means of a 90° brass
elbow fitting, type 9019/M

Ap p| ications - please contact us for compatibility - Ductile cast ron
Grey cast iron

- PEBOPN16 - PVCPN16and 25 - PE100 PN16 - Steel and coated steel

Fiber cement

A Please consult us for pipes of feeble thickness. SAFETY

EPOXY HEEL

ductile cast iron according EN 1563 1 50 J L
nickel plated brass according DN 12164 / NF EN 12168 SRS

PTFE
EN 681-1 rubber - for fluid temperatures below 40°C OV ONE

WRENCH
m female threaded 1”to 2”1SO 228-1 x1
A4 (316) stainless steel e
epoxy, average thickness 150 micron

Strength test to HUOT specifications: 150 Nm. Tests of valve body and ball according NF E 29-311 ISO 5208 standard. Test certificates in accordance with current
standards are available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR LP189 - Complete under pressure tapping device for potable water service connections
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Complete under pressure tapping device (patented) for potable water service connections
For rigid pipes - Saddle DN 65 to 300 - Ball valve DN 20 to 40

A T Female
DN
< Code Range O.D. thread
Pipe

L Bolt

(mm) Size

(mm) (mm)

H Max.

189.65261 1" 137 88 2,27
/ 189.6533I 1"1/4 148 929 2,37
—— 65 69-88 150 M6 ———
189.65401 1"1/2 148 929 2,30 2
j | " w O
! ‘ ‘ 189.65501 2 160 111 2,46 LS, E
1 1 189.80261 1 144 85 2,28 xd
‘ 1 189.80331 1"1/4 155 97 239 =
— 80 88-109 167 M6 — ()
189.8040I 1"1/2 155 97 2,32
189.80501 2" 167 109 2,48
189.100261 1" 153 85 2,36
189.10033I 1"1/4 165 97 2,46
L — 100 107-128 188 M6 —
189.100401 1"1/2 165 97 2,40
189.100501 2" 177 109 2,56
189.125261 1" 165 85 2,43
189.12533I 1"1/4 177 97 2,54
—_— 125 132-152 212 M6 —
189.125401 1"1/2 177 97 2,47
13 mm hexagon [ P
N 189.125501 2" 189 109 2,64
A 189.150261 1 180 85 2,47
189.15033I 1"1/4 192 97 2,55
— 150 158-182 242 M6 ————
189.150401 1"1/2 192 97 2,49
189.150501 2" 204 109 2,65
= 189.175261 1 192 85 2,96
a8 189.17533I 1"1/4 204 97 3,05
— 175 192-207 267 M6 ————
189.175401 1"1/2 204 97 2,99
—/ék 189.175501 2" 216 109 3,15
Y 189.200261 1 206 85 3,15
189.20033I 1"1/4 218 97 3,24
— 200 217-234 294 M6 ————
189.20040I1 1"1/2 218 97 3,16
189.200501 2" 230 109 3,32
189.225261 1" 222 85 3,41
189.22533I 1"1/4 234 97 3,51
— 225 240-267 327 M6 ——m—
189.22540I1 1"1/2 234 97 3,69
189.22550I1 2" 248 109 3,61
189.25026l 1" 233 85 3,50
189.25033I 1"1/4 245 97 3,59
— 250 270-288 348 M6 ——m—
189.25040I 1"1/2 245 97 3,53
189.250501 2" 257 109 3,67
189.300261* 1" 246 90 3,87
189.30033I* 1"1/4 252 95 3,99
— 300 311-336 396 M6 ——m—
189.300401* 1"1/2 272 135 4,80
189.300501* 2" 282 145 6,07
*Assembly tested before dispatch
Maximum tapping diameter DN65 to DN250 : Maximum tapping diameter DN300 :
Female thread (inch) 1" 1"1/4 1"1/2 2" REEERNEEEIinE) 1™ 1"1/4 1"1/2 2"
Maximum bore diameter (mm) [P 33 36 36 Maximum bore diameter (mm)jiled1] 27 32 38

LP189 - Complete under pressure tapping device for potable water service connections HUOT.FR - TECHNICAL PRICE LIST 2024
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Complete under pressure tapping device (patented) for potable water service connections
For rigid pipes - Ball valve DN 40 - Rexuo outlet 25 to 63 mm

() PRODUCT

Specially shaped,
full bore gasket.

i » No surface box needed
No metal ring needed

Dedicated security . o
oo o ) Saddle with built-in ball valve
by HUOT
) Perfect adhesion between
“ Va-turn valve: clockwise the saddle's contact
= opening, . .
() : : : sections and the pipe
= Anti-corrosion epoxy anti-clockwise closing.
b coating Inside stops protected : :
= against the outside REXUO outlet fitting with
@ environment snap-on packing (see overleaf
Torque check by means for the product codes)
of a torque wrench
(without DN300)
Female threaded lug
- REXUO outlet
only 1 wrench needed. for plastic pipes

No galling risk.
Available with SS screws

=FORALL PIPE TYPES OF THE SAME DN
TOLERANCE INDICATION ON THE LOWER HALF OF THE SADDLE

FOCUS | LP9189 CONCEPT

DN300
Assembly tested before dispatch

ONE-PIECE TAPPING
DEVICE DN65 TO DN250

- Universal large tolerance
tapping saddle for side,
upright or diagonal tapping

- Spheruo ball valve

« Outlet with Rexuo compression
fitting

- For tappings up to @36

Ap p| ications - please contact us for compatibility - Ductile cast iron
Grey cast iron

- PEBOPN16 - PVCPN16and 25 - PE100 PN16 - Steel and coated steel

Fiber cement
A Please consult us for pipes of feeble thickness. SAFETY

HEEL

EPOXY

ductile cast iron according EN 1563 1 50
nickel plated brass according DN 12164 / NF EN 12168 S
PTFE

EN 681-1 rubber - for fluid temperatures below 40°C
m Rexuo compression fitting, outer @ 25 to 63mm, brass NF EN 12164 / NF EN 12168
| screws |

Screws A4 (316) stainless steel

epoxy, average thickness 150 micron

Strength test to HUOT specifications: 150 Nm. Tests of valve body and ball according NF E 29-311 ISO 5208 standard. REXUO fitting tested according to ISO 3458
—15S0 3459 - 1SO 3501 - SO 3503. Test certificates in accordance with current standards are available on request.

WRENCH

xﬂ
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Complete under pressure tapping device (patented) for potable water service connections
For rigid pipes - Ball valve DN 40 - Rexuo outlet 25 to 63 mm

Weight

(L<)]

9189.6525I 25 166 117 2,39
9189.6532I 32 170 121 2,56 "
9189.65401 65 69-88 40 169 120 150 M16 2,90 .-
9189.65501 50 186 137 2,82 LS’ 5
9189.6563I 63 231 182 3,18 eu
9189.80251 25 173 115 242 =
9189.8032I 32 178 119 2,59 =
9189.80401 80 88-109 40 176 118 167 M16 2,91
9189.80501 50 193 134 2,85
9189.8063I 63 239 180 3,21
9189.10025I 25 183 115 2,50
9189.10032I 32 187 119 2,66
9189.100401 100 107-128 40 186 118 188 M16 3,01
9189.100501 50 203 134 2,93
9189.100631 63 248 180 3,27
9189.12525| 25 195 115 2,57
9189.12532I 32 199 119 2,73
‘ 9189.125401 125 132-152 40 198 118 212 M16 3,07
9189.125501 50 214 134 2,99
13 mm hexagon 9189.12563I 63 260 180 3,35
9189.15025| 25 210 115 2,59
9189.15032I 32 214 119 2,75
A I 9189.150401 150 158182 40 213 118 242 M16 3,09
9189.150501 50 229 134 3,02
BL 9189.150631 63 275 180 3,37
9189.17525| 25 222 115 3,08
9189.17532I 32 226 119 3,25
- 9189.175401 175 192-207 40 225 118 267 M16 3,59
P 9189.175501 50 241 134 3,50
/ 9189.175631 63 287 180 3,86
JA‘- 9189.20025| 25 236 115 3,27
Y 9189.20032! 32 240 119 3,43
9189.20040I 200 217-234 40 239 118 294 M16 3,75
9189.20050I 50 255 134 3,70
9189.20063! 63 301 180 4,05
9189.22525I 25 252 115 3,53
9189.22532l 32 256 119 3,71
9189.22540I 225 240-267 40 255 118 327 M16 4,03
9189.22550I 50 271 134 3,96
9189.22563I 63 317 180 4,32
9189.25025I 25 263 115 3,62
9189.25032l 32 267 119 3,79
9189.25040I 250 270-288 40 266 118 348 M16 412
9189.25050I 50 282 134 4,04
9189.25063! 63 328 180 4,40
9189.30025I 25 267 110 3,91
9189.30032I 32 267 110 4,39
9189.30040I 300 311-336 40 289 118 396 M16 4,52
9189.30050I 50 803 142 6,59
9189.30063I 63 339 182 4,81
*Assembly tested before dispatch
Maximum tapping diameter DN65 to DN250 Maximum tapping diameter DN300
EE IO M 25 32 40 50 63 IR M 25 32 40 50 63
20 25 33 36 36 N s a Gl 20 27 32 38 38

LP9189 - Complete under pressure tapping device for potable water service connections HUOT.FR - TECHNICAL PRICE LIST 2024 6
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3489

h HUOT

PERFORUOQ - Universal under pressure tapping machine

For Ya-turn service cocks — 1”to 2"

15x15 square for
handling
by means of a ratchet
or a motor
(manual tapping)

Ratchet handle
supplied

Coupling pin

Safety beta pin for
clutch

Handling wheel for
easy and quick
tapping

Tightness rings protect
the functional parts
of the machine
against intrusion of
aggregates,
bore chips, etc...

Connection housing
with 1 %2"thread
for connection of all
types
of service cocks

() PRODUCT

Tapping mode adapted to pipe material : . q
Upright or side tappin
Index pin P19 ppINg

disconnected :

Va-tur f
manual mode For all Va-turn service cocks

Chip discharger valve DN20
= no residues in the pipe
or meter inlet

rigid pipes
Index pin connected :

automatic mode

p\astic_pipes 2 tapping modes :

manual or automatic
Dedicated tools for
each pipe material
Supplied with storage box
Chip discharger
valve DN20

Spindle with M14
thread for bores DN20
to 50 mm.
Optional M10 adaptor
for DN15 bores.

Tapping
accessories

3089.BF

pipes

DRILL :
For castiron 3089BP For plastic

MILLING CUTTER :

pipes

) HUOT proposes tools for every type of pipe material

' 3089.BA

DRILL
For steel
pipes

SERVICE COCKWITH SNAP-ON PACKING

Dedicated nipple
(nickel plated)

Snap-on
packing

» No risk of losing components / Quick tapping
» To be used with dedicated nipple

Body, connection ho

and wheel spacers

steel

aluminium alloy
cadmium plated steel
rubber

brass

brass

steel

Test certificates in accordance with current standards are available on request.

p FORALL

TAPPING TYPES OF
SERVICE

DRILLS

TECHNICAL PRICE LIST 2024 - HUOT.FR

3489 - PERFORUO
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PERFORUOQ - Universal under pressure tapping machine

For Ya-turn service cocks — 1" to 2"

A
l
fa N\
O] |
C - v
[ ¥=)
234
3o
©o
© 8oy
N
[an]
g
o 2
S w O
OF
>V
= w
L T
w Z
[e]
v S
G1'1/2
110
3489.C25EN 3489.CCEN
Tapping machine 1" Tapping machine 1"to 2"
3489.C25EN  including: 3489.CCEN including :
- storage box 3089.BC - storage box 3089.BC
- machine body with feeder 3489.8 - machine body with feeder 3489.B
- ratchet wrench square 15 Length 400 2089.BCL - ratchet wrench square 15 Length 400 2089.BCL
- tool holder shaft 4088.TP - tool holder shaft 4088.TP
- nipple adaptor 3089.MM26 - nipple adaptor 1" 3089.MM26
- HSS drills for cast iron, steel and AC 1" 3089.BA25 - nipple adaptor1"1/4 3089.MM33
- Holesaw for PE and PVC pipes 1 3089.BP25 - nipple adaptor 1"1/2 3089.MM40
- Hose fitting 79.820 - nipple adaptor 2" 3089.MM50
- HSS drills for cast iron, steel and AC 1" 3089.BA25
- HSS drills for cast iron, steel and AC 1"1/4 3089.BA32
- HSS drills for cast iron, steel and AC 1"1/2 3089.BA36
- HSS drills for cast iron, steel and AC 2" 3089.BA40
- Holesaw for PE and PVC pipes 1" 3089.BP25
- Holesaw for PE and PVC pipes 1"'1/4 3089.BP32
INSTALLATION —
ADVICE - Holesaw for PE and PVC pipes 1"1/2 3089.BP36
- Holesaw for PE and PVC pipes 12 3089.BP40
- Hose fitting 79.B20

INSTALLATION TIPS

HDPE and PVCpipes Connected jaw clutch Other pipe materials Disconnected jawelutch

Jaw clutch ] Step by st
> Usethe PERFORUO system ool > Neverdrill cast iron pipes while Lo

(automatic mode = simultaneous thejaw dutch is connected.

body and drill feed) n Step by step operation of feed m
> For these types of pipes only y and rotation

3489 - PERFORUO HUOT.FR - TECHNICAL PRICE LIST 2024 3



wv
=
o
o
v
w
=z
=z
o
v

3489

PERFORUO accessories

Drilling equipment for 3489 type tapping machines — 3/4" to 2"

DRILLING EQUIPMENT

h HUOT

4089/TP Spindle for drill bits
DN20 to 40

Tool holder shaft
with holes, threaded
M14and 15x15
square head for use
aratchet handle ora
pneumatic motor -

| —— Length 450 mm

4089/TPIS | ipindefordrilbis

Tool holder shaft
with holes, threaded
M10and 15x15
square head for use
aratchet handle or a
pneumatic motor -

e Length 550 mm

4088/TP | Spindle for drillbits

Tool holder shaft
with holes, threaded
M14and 15x15
square head for use
aratchet handle ora
pneumatic motor -
Length 550 mm

Stepped bit in DN32, 40 and
50 for prepiercing before
boring

Gives small chips which are

force needed.

3089/BF | ;e b forcoston

easily evacuated. Less cutting

3089/BP | gk sitre e
BO-PVC pipes

- The tapered shape avoids the bit
to get stuck during withdrawal

- Easy bore chip evacuation
by the large spaces between
the milling teeth.

- The internal ridges maintain

3089/BA SiSpSeE)it for steel

- DN20, 25, 32,36 and 40

DN 15to 25 — and hold the round chip.
DN 32to 50 DN 15 to 40
ADAPTOR ELEMENTS
3089/S Connection nipples Connecting nipples with Rexuo
3089/MM | with BSP thread 3/4"to 2" 3089/ M thread DN20 to 40

Connection nipple
for service cocks

Connection nipple for DN20 to DN40 valves
with Rexuo outlet

Wit famale RSP - 2 rings for tightness between machine
-threaded and valve
outlet 3/4"to 2" - Double blocking washer to keep the assembly
in place during withdrawal after drilling
| —
_——
3089/MM-1"to 2" 3089/5 - 3/4" DRI
R7 1410/B | Connection 7]90 Connection BOBQ/MP ‘ Pneumatic
1410/R | nipple flange motor
For service cocks with flanged :
oltlen: Note 8 ghe;k oil presence
Connection nipple for - Fitting on tapping machine by in the oiler in order to avoid
service cocks with male BSP means of nipple 3089/MM. motor blocking
threaded outlet.
| —
DN 20to 40
WEAR AND REPAIR PARTS

3489/BJ ‘ Set of repair rings

Set of reparation
and maintenance
rings and gaskets
for Perforuo drilling
machine

4089/GT | reeer

Pin 4089
for pipes

Picture not binding

Pneumatic motor to be fitted on spindle 3089/TP.
Adaptor piece for machine 3089: 73089.AMP.
Drilling system for quick, regular and smooth drilling.

| —
[ Spindle  NE
Hard metal bit steel + carbide
Milling cutter and HSS bit high speed steel

TECHNICAL PRICE LIST 2024 - HUOT.FR
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PERFORUQ accessories

Drilling equipment for 3489 type tapping machines — 3/4" to 2"

] F L
Cod
088 / Plats Thread | (mm)
15

3089/ET - Adapter - 4088/TP-4089/TP - Tool holder shaft

3089.ET 15 12,5 14 M10 119 0,12
4089.TP 20-25-32-40-50 15 18 15 M14 450 0,79
4088.TP 20-25-32-40-50 15 18 15 M14 550 1,07

3489 - Wear and repair parts

3489.BJ 0,01
4089.GT 4089.GT 0,20

3089/BF - Hard metal bit

. e e e
(mm) / Plats Thread

3089.BF15 15 14 40 11 M10 0,03

3089.BF20 20 19 47 15 M14 0,05

3089.BF25 25 24 40 19 M14 0,08

N 3089.BF32 32 30 50 19 M14 0,13

IL 3089.BF36 36 36 50 24 M14 0,19

t 3089.BF40 40 38 50 24 M14 0,21

- : 3089.BF41 50 41 52 27 M14 0,21

3089/BP - Milling cutter 3089.BF50 50 46 52 27 M14 0,28
(mm) / Plats Thread

% 3089.8P15 15 14 40 12 M10 0,02

( w 3089.8P20 20 19 45 17 M14 0,03

| [ : 3089.8P25 25 24 68 19 M14 0,05

[ﬂ ﬂ] 3089.8P32 32 30 68 24 M14 0,08

3089.8P36 40 36 68 24 M14 0,11

3089.8P40 40 38 68 24 M14 0,12

. 3089.8P41 50 41 40 27 M14 0,12

3089.8P50 50 46 40 27 M14 0,17

3089/BA - HSS bit

| — L P T
Code
(mm) [/ Plats Thread

o 3089.BA20 20 19 47 15 M14 0,06

| 3089.BA25 25 24 50 19 M14 0,08

3089.BA32 32 30 50 19 M14 0,13

4 3089.BA36 36 36 50 24 M14 0,20
3089.BA40 40 38 50 24 M14 0,21

o

3089/5 and 3089/MM - Connection nipple

‘ e L L
Code )
(inch) / Plats
I 3089.515 15 1"1/2 3/4" 119 60 0,81
3089.MM26 20 1"1/2 1" 48 60 0,36
3089.MM33 25 1"1/2 1"1/4 50 60 0,37
3089.MM40 32 1"1/2 1"1/2 52 60 0,55
3089.MM50 40-50 1"1/2 2" 67 70 0,69
Service F P

Code cock outlet | Thread /Plats
3089.M20 20 1"1/2 Rexuo 25  M36x1,5 47 60 0,36
3089.M25 25 1"1/2 Rexuo 32  M45x1,5 47 60 0,40
3089.M32 32 1"1/2 Rexuo 40  M55x2,3 54 62 0,48
3089.M40 40 1"1/2 Rexuo 50  M64x2,3 56 72 0,56
3089.M4063 40 1"1/2 Rexuo 63  M80x2,3 58 90 0,72

3489 - PERFORUO accessories HUOT.FR - TECHNICAL PRICE LIST 2024
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I HUOT
SE 403
SE 903

SPHERUO - Bronze stop cock with REXUO fitting

Ya turn control — DN 20 to 40 — REXUO outlet 25 to 63 mm

Blue epoxy (9403) @ PRODUCT

square 30 x 30

) ; ) Bronze body
anti-clockwise closing _

better durability Quarter turn stop cock

Black epoxy (9903) with massive brass ball

clockwise closing

Bronze body for

Inlet and outlet greater strength
9 with REXUO
g fitting for The ribs on the valve body
hj Inlet and outlet plastic pipes guarantee efficient REXUO
= with REXUO tightening thanks to the
S fitting for dedicated wrench
plastic pipes
REXUO outlet fitting with
snap-on packing (see overleaf
P for the product codes)
Individually packed
The ribs and the . in plastic bags
dedicated wrench keep ST i . -
the valve in place when Time saving
mounting the REXUO No risk of losing
fitting components
No risk of element
inversion

FOCUS| LEAKPROOF HUOT PRODUCTS EMBASUO
9486 Protective setting for SPHERUQ service
cocks and PVC extension pipes

r— DN20 to DN40

Ball inserted twg—\lﬂ‘/ay

between teflon a

seats for complete
tightness

Teflon
seats for
smooth
handling

» Quick and easy fixing
p Nointrusion of external elements
» No tools needed

Cross section of a SE402

bronze NF EN 1982 - brass NF EN 1216X/NF EN 1982

_ solid nickel plated brass ball NF EN 1216X

PTFE

Control Brass stem NF EN 1216X with O-ring / cast iron square handle EN - GJL - NF EN 1561
with epoxy coating

Inlet/outlet Rexuo compression fitting, brass NF EN 1216X/NF EN 1982 RERILE
EMBASUO PE

LARGE
GASKET

Tightness test of valve body and obturator to NF E 29-311 - ISO 5208 PN25. Rexuo fitting test: Internal pressure tightness test to ISO 3458, internal depression tightness
test and required characteristics to ISO 3459. Traction resistance test to ISO 3501, internal pressure tightness test in pipe bend conditions to ISO 3503.
Test certificates made according to standards in force are available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR SE403-SE903 - SPHERUO - 9486 - EMBASUO
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SE 403
SE 903

SPHERUO - Bronze stop cock with REXUO fitting

Ya turn control — DN 20 to 40 — REXUO outlet 25 to 63 mm

SE403/SE903 - SPHERUO

wv
=2
w O
9 F
>V
5z
- =
o
v
Outlet O.D.
[Anti-clockwise closing| Clockwise closing
(mm)
9403.25SE 9903.25SE 20 25 108 80 1,22 | E |
9403.32SE 9903.32SE 25 32 132 85 1,72 | E |
9403.40SE 9903.40SE 32 40 172,5 92 2,57 [ E |
9403.50SE 9903.50SE 40 50 214 100 4,00 [ E |
9403.63SE 9903.63SE 40 63 329 100 6,08 | E |
Valves with a snap-on packing are marked by this logo [l
9486 -EmbasU0
|
D
U
I HUeT | R Code > : Mo et
I
(mm) (mm) (mm) (kg)
9486. 90 73 200 0,10
o
1"“:( _]TI:
L HUOT WIDE RANGE APP

FURTHER INFORMATION

SERVICE CONNECTION LAYOUT W Allows to find the HUOT product code for a given
pipe DN

B 3D product demos

B Product assembly videos

W Entertaining and pratical

Download the app
for smartphones and tablets
on AppStore or Google Play . .

For specific service connection layouts,

please contact us for technical support

SE403-SE903 - SPHERUO - 9486 - EMBASUO HUOT.FR - TECHNICAL PRICE LIST 2024
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UOBLOC

Valve extension spindle for service and stop cocks

The 30 mm top square
receives
the T-handle key and
allows handling
the service cock

The standard lengths
are adaptable to every
specific case
by adjustment of
the shaft length

The bottom square
completely covers
the 30 mm square
valve control and

ensures an even drive

Wide range or plastic Service cock

pipe saddles

} Seep.19&21

P seep.29&31

Ductile cast iron square
with 300 micron
epoxy coating.
With set screw

Guidance cap fitting
in the extension tube.
Keeps the spindle
centered.

No intrusion of external
elements.

Ductile cast iron square
with 300 micron
epoxy coating.

Set screw for secure
handling.

Bottom square
detail

EmbasUO Extension tube

5486 and 9486

D seep.29&31

PRODUCTS FOR SERVICE CONNECTIONS WITH SURFACE BOX

Shaft hot galvanized steel NF A 35-503

Top square
Bottom square
Square set screws

Centering ring

polyethylene
copper

Torsion resistance test : 400 Nm (40 mkg). Test certificates available on request.

ductile cast iron NF EN 1563, epoxy coating
ductile cast iron NF EN 1563, epoxy coating
hex screw M8x20, zinc plated steel NF EN ISO 401X

Blue cap

h HUOT

() PRODUCT

Operation transmission
system for service cocks

Facilitates service cock
control in case of service

connections with surface box

Simple and quick installation,
no special tools needed

The centering ring
prevents intrusion

of external elements

Goes on all square control valves

Surface box

FOR 30 mm
ALL SQUARE

SERVICE
COCKS l

AUTOMATIC
CENTERING

INSTALLATION
WITHOUT

SPECIFIC
TOOLS

TECHNICAL PRICE LIST 2024 - HUOT.FR

87/A - U0BLOC
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UOBLOC

Valve extension spindle for service and stop cocks

7130
—P
— 1
T5Y S i
3 < “
S B s
S ol [ ) UF
[v2) S H
5z
w =z
S
- 390
\
L
o Code
15} (mm)
o
A 280 | Q 87.A50 500 1,64
< + 87.A80 800 2,27
87.A100 1000 2,68
L 87.A120 1200 3,10
87.A150 1500 3,72
716 87.A200 2000 4,76
A
T - a
s 2
T ¢
% ©
s 2 \
130

Technical leaflets also available on
HUOT.FR

FURTHER INFORMATION

SERVICE CONNECTION LAYOUT

o

On our website :

Connection pipe

H DistriD¥
B Technical Ied

87/A - UOBLOC HUOT.FR - TECHNICAL PRICE LIST 2024



87
86/3

86/3-8 |86/9
86/8 | 86/8BB

Service connection accessories

T-wrench — extension tubes and protective hood

h HUOT

87 | T-handle wrench

The wrench allows operating all
valves equipped with a 30 x 30

. Service cocks
. Stop cocks

wv
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o
v

square control from the road level :

86/3 ‘ PVC extension tube
for surface boxes

Permanent access with a T-handle wrench.

Lower tube with collar allows to stay in position after
centering, in particular with plates 86/4-5 or protection
hood 86/7.

Upper tube with socket.

86/3-8 | Telescopic extension
tube
Permanent access with a T-handle wrench.

The adjustable height prevents risks due to ground
level sinking.

For protective hoods and settings codes 86/7SP,
5486 and 9486.

Top section with magnetically locatable chip.

Telescopic extension
86/8
tube with hood

The bottom section protects the service cock against
aggregate elements risking inhibiting the valve control.
The hole in bottom plate allows use with straight or angled
service cocks.

Permanent access with a T-handle wrench.

The adjustable height prevents risks due to ground
level sinking.

R Top section with magnetically locatable chip.

86/9 ‘ Extension tube with
hood

The bottom section covers the service cock.

Permanent access with a T-handle wrench.

86/8BB | Blue cap

Plastic cap fitting easily in the extension tube.

Prevents intrusion of external elements.

Wide range or plastic Service cock EmbasUO
pipe saddles 5486 and 9486

eep.19&21

PRODUCTS FOR SERVICE CONNECTIONS WITH SURFACE BOX

T-handle wrench steel with protective finish
PVC + zinc plated steel chip

Blue cap PVC

UOBLOC Surface box

TECHNICAL PRICE LIST 2024 - HUOT.FR

87-86/3-86/3-8-86/8-86/9-86/8BB - Service connection accessories
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87
86/3

6/3-886/9

8
86/8 | 86/8BB

Service connection accessories

T-wrench — extension tubes and protective hood

87 - T-handle wrench

"—" Code
87.50 500 3,02
87.100 1000 412
= 87.125 1250 4,77
87.150 1500 4,80
ﬁ 87.175 1750 6,10
30 87.200 2000 6,30

86/3 - PVC extension tube for surface boxes

——
Code Type
o 300

86.330 socket joint 54 0,44
86.360 flange ring 34 600 0,69

%)
=2
w O
UFE
>V
oc W
w Z
w zZ
[e]
]

| | W—

=
I

86/3-Hlescopic exi

=3

ension tube

““

86.3650 650-1000 1,93
86.3950 1000-1700 1,93

g [

0132 H Weight
1. Code
E (mm) (kg)

86.8 1000-1700 1,93
86.8C 650-1000 1,93

@ 90

A\
V)

0

150

(an)
il

86/9 - Extension tube with hood

H Weight
(mm) (kg)

86.9 850 0,95

B E 86.910 1000 0,95

\\

\\

|
135

88
| v‘ ““
- 86.8BB 0,05
Lo ]

87-86/3-86/3-8-86/8-86/9-86/8BB - Service connection accessories HUOT.FR - TECHNICAL PRICE LIST 2024
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86
86/4-5

Surface box and plate
Cylindrical and tapered

86 | Castiron cylindrical access box @ PRODUCT

> This surface box is placed right above the service cock control and consists of :

- Body with round flange : ) Protects against intru-
+ better hold on mortar bed sion of aggregate ele-
« prevents rising above the ground surface ments which could block

- Retractable cover for easy access with a T-handle wrench

- Security chain supplied with 86.2 and 86.6BE only. Elislsei ceeckcontiol

> Different models for roadway or pavement use
(see Technical Specification overleaf).

> Anti-corrosion surface coating.

wv
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86/4-5 | Surface box plate @ PRODUCT

) Protects against intru-
sion of aggregate ele-

> Central hole for extension tube 86/3.. ments which could block
the service cock control

> Setting on mortar base.

Wide range or plastic Service cock EmbasUO UoBLOC Extension tube Blue cap
pipe saddles 5486 and 9486

PRODUCTS FOR SERVICE CONNECTIONS WITH SURFACE BOX

Body and cover castiron NF EN 1563
steel
Access box plate castiron NF EN 1561

Test certificates in accordance with standards are available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR 86-86/4-5 - Surface box and plate
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86
86/4-5

Surface box and plate
Cylindrical and tapered

86 - Cast iron surface box

E
T
D 2
w O
h=
> U
w
i 2
v
o
] — ~

Weight
(kg)
86.2 roadway supplied 202 183 131 6,00
86.6 pavement no 164 201 140 4,50

86/4-5 - Cast iron plate for surface box

'y

Weight

Code Square

k
(mm) (kg)

86.4 290 94 6 2,71
86.5 245 94 7 2,21

86-86/4-5 -Surface box and plate HUOT.FR - TECHNICAL PRICE LIST 2024
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BRASS
FITTINGS

W REXUO brass compression fittings B REXUO packing, REXUO wrench
SET2 49 SE24
SER2 49 REXUO wrench...

REXUO body wrenc

B Connecting elements
1410/F - 1410/FD - 1410/FM............. 73

SE20
SE21
9214
9219
SE239...
SE125...

W Fittings and reducers
SE7
9A402/K o
SR7
SR7/M...
SR9/B...
9/8




h HUOT

REXUO coupling

For EN 12201, NF T54-071 PE and EN 1452 standard PVC pipes — O.D. 16 to 63 mm

SE 12 | Straight coupling @ e
With two REXUO fittings The ribs and the special

of the same size — the Zvcjjglcir:]gk?:glace 4 Complet.e assembly, easy
0D. 16063 mm when mounting to fit by tightening
) of the compression nut
the REXUO fittings
Large gasket ensuring
performance and durability

Excellent torsional strength
- and pipe pull-out resistance
REXUO outlets are also fitted

on HUQT service cocks,
meter valves and valve boxes

SE 22 | Stepped coupling
REXUO outlet with snap-
on packing (see overleaf
for the product codes)

The ribs and the special
wrench keep
the coupling in place
when mounting -
the REXUO fittings Individually packed
in plastic bag

With two REXUO fittings
of different sizes —
0O.D.25/16 to 63/50 mm

wv
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FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET - . EeN
Easy to fit the gasket . Self-sealing kit : sizes 25/32 and 63
No risk of losing components = Effective and durable 5
Impossible to mix up elements Maximum security

. Seep.65&67 [ P seep.71
Pipe guidance .

gl i > Reduces REXUO . > Easy and quick
compression . . N o
- fittings. . tightening

No oakum nor

sealing compound
| needed
Section of a SE14 fitting

Body brass NF EN 1216X / NF EN 1982
Packing Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C LARGE FULL
Friction washer and compression ring : brass EN 1216X GASKET
Compression nut : male threaded, brass EN 1216X, EN 1982 g BORE
SE12 and SE22 couplings can be used without pipe inserts : WIDE
«0n PE 80 pipes PN 12,5 and 16 bar, according to standard NF T54-063 RANGE PRESSURE
«On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071 OF AVAILABLE
«0n PVC pipes according to standard EN 1452 Please contact us for application on other pipe types PRODUCTS

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

49 TECHNICAL PRICE LIST 2024 - HUOT.FR SE12 & SE22 - REXUO coupling
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REXUO coupling

For EN 12201, NF T54-071 PE and EN 1452 standard PVC pipes — O.D. 16 to 63 mm

dp
I - 7
b / | .

@D
N

c
@

«
£
2

25L
%)
(V)
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-
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%
%)
<<
[~
o
SE12 - Straight coupling SE22 - Stepped coupling
1 Recommended 1 Recommended
Code torque Code torque
(mm) (mm)
(daN.m) (daN.m)
9012.16 16 68 35 3 0,17 9022.2516 25 16 91 35  mechanicalstop3 0,29 [N I
9012.20 20 78 35 3 0,24 9022.2520 25 20 73 46 mechanicalstop3 0,33 [N
9012.25 25 72 46 mechanical stop 031 90223225 32 25 83 56 3/mechanialstop 0,43
9012.32 32 29 52 3 0,53 9022.4025 40 25 94 67 mechanicalstop 0,53 [N
9012.40 40 115 67 mechanical stop 0,83 W3 9022.4032 40 32 101 67 mechanicalstop 0,63 [N
9012.50 50 144 78 mechanical stop 1,21 E 9022.5032 50 32 115 77 mechanicalstop 0,85 [
9012.63 63 171 95 mechanical stop 2,15 W3 9022.5040 50 40 129 77 mechanicalstop 0,98 [N
9022.6332 63 32 174 95  mechaniaalstop3 2,02 [N [
9022.6340 63 40 182 95  mechanicalstop 2,07 [N A
9022.6350 63 50 157 95 mechanicalstop 1,62 [N

[ E | Snap-on packing
v Assembly tested before dispatch

INSTALLATION §O]%*]O]

SE12 & SE22 - REXUO coupling HUOT.FR - TECHNICAL PRICE LIST 2024 0
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REXUQ repair sleeve

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 20 to 63 mm

@ ProDUCT

) Complete assembly, easy
to fit by tightening
of the compression nut
Repair sleeve with two REXUO
compression fittings — Large gasket ensuring
0D.20to 63 mm performance and durability

Excellent torsional strength
and pipe pull-out resistance

REXUO outlets are also fitted
on HUQT service cocks,
meter valves and valve boxes

REXUO outlet with snap-
The ribs and the special (. on packing (see overleaf
wrench keep for the product codes)
the coupling in place
when mounting

the REXUO fittings

wv
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Individually packed
in plastic bag

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET - EeN
Easy to fit the gasket - Self-sealing kit sizes 25/32 and 63
No risk of losing components = Effective and durable
Impossible to mix up elements Maximum security

} Seep.71
Pipe guidance

through the
compression
nut

> Reduces REXUO > Easy and quick
fittings. tightening
No oakum nor
sealing compound

Section of a SE14 fitting

Body brass NF EN 1216X / NF EN 1982
Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C LARGE
Friction washer and compression ring : brass EN 1216X GASKET FULL
Compression nut : male threaded, brass EN 1216X, EN 1982 g BORE
SE112 fittings can be used without pipe inserts :
- 0n PE 80 pipes PN 12,5 and 16 ba, according to standard NF T54-063 WIDE PRESSURE
- On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071 RANGE

«0n PVCpipes according to standard EN 1452 Please contact us for application on other pipe types OF AVAILABLE

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR SE112 - REXUO repair sleeve
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REXUQ repair sleeve

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 20 to 63 mm

—_ L .
< o >
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o S e I
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Metric series =
Recommended
LU L
Code torque
(mm) | (mm)
(daN.m)
9112.20 20 62 124 38 3 0,31
9112.25 25 65 121 46 mechanical 0,38 [ E |
9112.32 32 70 143 57 3 0,69
9112.40 40 74 163 67  mechanical 092 [N
9112.50 50 80 191 77 mechanical 137 W
9112.63 63 88 217 95 mechanical 2,25 [ E |
Reducer fitting

Recommended
OD.| LU L
Cod torque
= (mm)|(mm)|(mm) d
(daN.m)
65 0,61

9112.2532 25 32 1361 53 mechanical/3

[ E | Snap-on packing
v Assembly tested before dispatch

SE112 - REXUO repair sleeve HUOT.FR - TECHNICAL PRICE LIST 2024
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REXUO male and female adaptors
For EN 12201, NF T54-071 PE and EN 1452 standard PVC pipes — O.D. 16 to 63 mm

SE I3 | Male adaptor and reducer fitting

BSP thread - Pipe O.D. 16-63 mm >

The ribs and the special
wrench keep
the coupling in place
when mounting
the REXUO fittings

SE 14 | Female adaptor and reducer fitting

BSP thread - Pipe O.D. 16-63 mm

The ribs and the special
wrench keep
the coupling in place
when mounting
the REXUO fittings

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET
Easy to fit the gasket B
No risk of losing components = Effective and durable
Impossible to mix up elements Maximum security

Self-sealing kit

See p.65 & 67

> Reduces REXUO
fittings.
No oakum nor
sealing compound
needed

Pipe guidance

through the

compression
nut

Section of a SE14 fitting

Body Brass EN 1216X / EN 1982
SE13 : BSP male thread I1SO 228-10r male metric thread ISO 965
SE14 : BSP female thread 1SO 228-1

Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C

T ]

Friction washer and compression ring : brass EN 1216X
Compression nut : male threaded, brass EN 1216X, EN 1982

SE13 and SE14 fittings can be used without pipe inserts :
«0n PE 80 pipes PN 12,5 and 16 bar, according to standard NF T54-063
«On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071

«0n PVCpipes according to standard EN 1452 Please contact us for application on other pipe types

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

GASKET

OF AVAILABLE
PRODUCTS

h HUOT

@ ProDUCT

Complete assembly, easy
to fit by tightening
of the compression nut

Large gasket ensuring
performance and durability

Excellent torsional strength
and pipe pull-out resistance

REXUO outlets are also fitted
on HUQT service cocks,
meter valves and valve boxes

REXUO outlet with snap-
on packing (see overleaf
for the product codes)

Individually packed
in plastic bag

REXUO wrenches
sizes 25/32 and 63

> Easy and quick
tightening

LARGE FULL

BORE

pa—

WIDE
RANGE

PRESSURE

TECHNICAL PRICE LIST 2024 - HUOT.FR

SE13 & SE14 - REXUO male & female adaptors
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REXUO male and female adaptors

For EN 12201, NF T54-071 PE and EN 1452 standard PVC pipes — O.D. 16 to 63 mm

SE13 - Male adaptor SE14 - Female adaptor

,_
m

-

m

@)
N\,

1T

Metricseries Metricseries
Recommended Recommended
F L T L
torque torque
(Thread)| (mm) (Thread)| (mm)
(daN.m) (daN.m) "
(Y]
9013.16 16 3/8" 47 31 3 0,10 9014.16 16 3/8" 49 30 3 0,10 z
9013.20 20 1/2" 52 35 3 0,14 9014.20 20 1/2" 53 35 3 0,15 E
9013.25 25 3/4" 50 45 mechanical 0,13 [ E | 9014.25 25 3/4" 53 45 mechanical 020 W3 ;
9013.32 32 1" 65 56 3 0,36 9014.32 32 1" 67 56 3 0,34 =
9013.40 40  1"1/4 76 67  mechanical 047 W& 9014.40 40  1"1/4 79 67 mechanical 046 W <
9013.50 50 171/2 92 77  mechaniaal 069 [ 9014.50 50 1"1/2 93 77 mechaniaal 0,70 &N
9013.63 63 2" 108 95  mechanical 120 WM 9014.63 63 2" 111 95  mechanical 1,28 W
Reducer fitting Reducer fitting
Recommended Recommended
F L T L
torque torque
(Thread)| (mm) (Thread)| (mm)
(daN.m) (daN.m)
9013.1615 16 1/2" 49 31 3 0,12 9014.1615 16 1/2" 53 30 3 0,11
9013.2020 20  3/4" 51 38 3 0,15 9014.2020 20 3/4" 53 38 3 0,16
9013.2515 25 1/2" 49 45  mechanical 0,16 [ E | 9014.2515 25 1/2" 52 45 mechanical 018 W
9013.2526 25 1" 52 45  mechanical 0,19 [ E | 9014.2526 25 1" 58 45  mechanicl 0,21 [ E |
9013.3220 32 3/4" 61 56 3 0,33 9014.3220 32 3/4" 64 56 3 0,37
9013.3233 32 1"1/4 64 56 3 0,35 9014.3233 32 1"1/4 61 56 3 0,36
9013.4026 40 1" 74 67  mechaniaal 047 W 9014.4026 40 1" 77 67  mechanial 048 M
9013.4040 40  1"1/2 78 67  mechanical 0,49 | E | 9014.4040 40 1"1/2 74 67  mechanical 052 HW
9013.5033 50 1"1/4 90 77  mechanial 066 90145033 50 1"1/4 93 77  mechaniaal 072 Wl
9013.5050 50 2" 84 77  mechaniaal 066 W 9014.5050 50 2" 88 77  mechanial 075
9013.6340 63  171/2 106 95  mechanical 1,18 | E |

Thread side tightness with flat gasket

9014.B25 25 3/4" 48 45 mechanical 0,18

[ E | Snap-on packing

SE13 & SE14 - REXUO male & female adaptors HUOT.FR - TECHNICAL PRICE LIST 2024



wv
o
=
-
[=
T8
wv
(%)
<
o
<)

REXUO elbow - 90° and 45° compression fittings

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 20 to 63 mm

SEI9 | 90°Elbow

Elbow with two REXUO
compression fittings
of the same size

0D.20t0 63 mm The ribs and the special

wrench keep
the coupling in place
when mounting
the REXUO fittings

SE 139 | 45°Elbow

Elbow with two REXUO
compression fittings
of the same size

0.D.20to 63 mm
The ribs and the special

wrench keep
the coupling in place
when mounting
the REXUO fittings

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET

Easy to fit the gasket B

No risk of losing components = Effective and durable
Impossible to mix up elements Maximum security

Self-sealing kit

See p.65 & 67

> Reduces REXUO
fittings.
No oakum nor
sealing compound
needed

Pipe guidance

through the

compression
nut

Section of a SE14 fitting

Body
Packing

brass NF EN 1216X / NF EN 1982

Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C
Friction washer and compression ring : brass EN 1216X
Compression nut : male threaded, brass EN 1216X, EN 1982

SE19 and SE139 fittings can be used without pipe inserts :
«0n PE 80 pipes PN 12,5 and 16 bar, according to standard NF T54-063
«On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071

«0n PVC pipes according to standard EN 1452 Please contact us for application on other pipe types

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

»

h HUOT

@ ProDUCT

Complete assembly, easy
to fit by tightening
of the compression nut

Large gasket ensuring
performance and durability

Excellent torsional strength
and pipe pull-out resistance

REXUO outlets are also fitted
on HUQT service cocks,
meter valves and valve boxes

REXUO outlet with snap-
on packing (see overleaf
for the product codes)

Individually packed
in plastic bag

REXUO wrenches
sizes 25/32 and 63

> Easy and quick
tightening

LARGE
GASKET

pa—

WIDE
RANGE

FULL
BORE

PRESSURE

OF AVAILABLE
PRODUCTS

TECHNICAL PRICE LIST 2024 - HUOT.FR

SE19 & SE139 - REXUO elbow 90° & 45°
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REXUO elbow - 90° and 45° compression fittings

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 20 to 63 mm

SE19-90° Elbow SE139 - 45° Elbow

2D

250
£ E
0
(Y]
=
o
E
w
n
)
<<
o
o
Recommended Recommended
torque Code torque
(daN.m) (daN.m)

9019.20 20 48 39 3 0,25 9139.25SE 25 42 46 mechanical 0,24 [ E |

9019.25 25 50 46 mechanical 0,33 [ E | 9139.32SE 32 50 57 mechanical 0,51

9019.32 32 63 56 3 0,62 9139.40SE 40 66 67 mechanical 0,84 [ E |

9019.40 40 82 67 mechanical 1,07 [ E | 9139.50SE 50 82 78 mechanical 1,25 | E |

9019.50 50 87 75 mechanial 1,32 W 9139.635SE 63 98 95  mechnial 223 [N

9019.63 63 118 95 mechanical 2,36 [ E |

[ E | Snap-on packing

INSTALLATION §O%n.4:

SE19 & SE139 - REXUO elbow 90° & 45° HUOT.FR - TECHNICAL PRICE LIST 2024
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SEI9/M
SEI39/M

SEI9/T
SEI39/T

h HUOT

REXUO elbow - Male and female

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 20 to 63 mm

SE 19/M | 90° Male elbow

One end with REXUO
compression fitting
0.D.20 to 63 mm,

one male threaded end
3"to 2"

e
SE 139/M | 45° Male elbow

One end with REXUO
compression fitting
0.D.32 mm,

one male threaded end 1"

SE 19/T | 90° Female elbow

@ ProDUCT

One end with REXUO

compression fitting P Complete assembly, easy
0.D. 20 to 63 mm, to fit by tightening

one female threaded end of the compression nut
%"to 2"

Large gasket ensuring
performance and durability

Excellent torsional strength
and pipe pull-out resistance

REXUO outlets are also fitted
on HUQT service cocks,

SE 139/T | 45° Female elbow meter valves and valve boxes

REXUO outlet with snap-
on packing (see overleaf
for the product codes)

One end with REXUO
compression fitting O.D. 25 mm,
one female threaded end 3"

Individually packed
in plastic bag

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL
o N . . REXUO wrenches
SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET - : .
Easy to fit ' th; gasklet ' . Self-sealing kit : sizes 25/32 and 63
No risk of losing components = Effective and durable 5

Impossible to mix up elements Maximum security

- Section of a SE14 fitting

. Seep.65&67 [ P seep.71
Pipe guidance .

ég?u?;:; > Reduces REXUO 5 > Easy and quick
. t fittings. 8 tightening
" No oakum nor .
sealing compound
needed

Body Brass EN 1216X / EN 1982
BSP male or female thread ISO 228-1 LARGE

Packing Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C GASKET FULL

Friction washer and compression ring : brass EN 1216X g BORE

Compression nut : male threaded, brass EN 1216X, EN 1982

SE19/M and SE19/T fittings can be used without pipe inserts :

«0n PE 80 pipes PN 12,5 and 16 bar, according to standard NF T54-063

«On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071
«0n PVC pipes according to standard EN 1452

WIDE
RANGE

PRESSURE

OF AVAILABLE
PRODUCTS

Please contact us for application on other pipe types

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR

SE19/M & SE19/T « SE139/M & SE139/T - REXUO elbow-Male and female
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SEI9/M SEI9/T
SEI39/M | SEI39/T

REXUO elbow - Male and female

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 20 to 63 mm

SE19/M - 90° Male elbow

SE19/T - 90° Female elbow

e
T
li—
=y
i o\, | @)
S K_J S| V ‘E@j
2 25L
- L - E - L £
Metric series Metric series
Recommended Recommended
F L T L
torque torque
(Thread) (mm) (Thread) (mm)
(daN.m) (daN.m)
9019.M25 25 3/4" 46 37 47  mechnidl 020 N 9019.T20 20 172" 35 26 44 3 0,16
9019.M32 32 1" 57 41 57  mechanicall 0,39 [N 9019.T25 25 3/4" 46 27 50  mechanical 0,22 [N
9019.M40 40  1"1/4 67 48 73 6 0,68 9019.T32 32 1" 57 39 57 mechanidl 0,37 AN
9019.M50 50 1”1/2 78 54 85 7 0,85 9019.T40 40 1"1/4 67 46 75 6 0,64
9019.M63 63 2" 95 88 109 mechanical 1,84 [N [W 9019.T50 50 1172 78 50 85 7 0,84
9019.T63 63 2" 95 61 109 mechanical 1,50 WA
Reducer fitting Reducer fitting
F L ey Recommended
(Thread) (mm) torque T L T
rea mm
(Thread) (mm)
(daN.m) (daN.m)
9019.M2526 25 1 46 37 47 mechanical 024 HH ) 9019.T2020 20 3/4" 41 30 49 3 0,30
. 4 hanical
9019.M3220 32 3/4 57 57 57  mechanical 046 [N ; 9019.T2515 25 12 26 57 50 mechanicl 023 WH
. 2 1"/4 7 1 7 hanical 52
9019.M3233 3 /4 57 61 57 medanial 05 901973220 32  3/4" 57 35 56 mehancl 039

[ E | Snap-on packing

SE139/M - 45° Male elbow

Recommended

torque

(daN.m)

9139.M32SE 32 1" 56 46 76 3

v Assembly tested before dispatch

SE139/T - 45° Female elbow

Recommended
T
torque

(Thread)

9139.T25SE 25 3/4" 45 20 58 butée 022 WEW

SE19/M & SE19/T « SE139/M & SE139/T - REXUO elbow-Male and female

HUOT.FR - TECHNICAL PRICE LIST 2024
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REXUQ Tee

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 16 to 63 mm

SE 20 | Tee with female outlet @ BT
Tee with two REXUO

compression fittings ) Complete assembly, easy
and female threaded outlet to fit by tightening

O.D. 16 mm with 3/8" outlet

to O.D. 63 mm with 2"outlet
The ribs and the special
wrench keep
the coupling in place
when mounting
the REXUO fittings

of the compression nut

Large gasket ensuring
performance and durability

Excellent torsional strength

and pipe pull-out resistance

REXUO outlets are also fitted
on HUQT service cocks,
meter valves and valve boxes

SE 21 | REXUO compression tee

REXUO outlet with snap-
on packing (see overleaf
for the product codes)

Tee with three REXUO
compression fittings -
OD.16to 63 mm

wv
o
=
-
[=
w
wv
(%)
<
o
<)

Individually packed
in plastic bag

The ribs and the special
wrench keep
the coupling in place
when mounting
the REXUO fittings

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

REXUO wrenches

SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET
P pipe inserti ! sizes 25/32 and 63

Easy to fit the gasket B
No risk of losing components = Effective and durable
Impossible to mix up elements Maximum security

Self-sealing kit

See p.65 & 67

> Reduces REXUO > Easy and quick
fittings. . tightening
No oakum nor 0

Pipe guidance

through the

compression
nut

sealing compound

Section of a SE14 fitting

Body Brass EN 1216X / EN 1982
SE20 : female thread SO 228-1

Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C

LARGE
GASKET

pa—

FULL
BORE

Packing

Friction washer and compression ring : brass EN 1216X
Compression nut : male threaded, brass EN 1216X, EN 1982

SE20 and SE21 fittings can be used without pipe inserts :

«0n PE 80 pipes PN 12,5 and 16 bar, according to standard NF T54-063

«On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071
«0n PVC pipes according to standard EN 1452

Please contact us for application on other pipe types

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

WIDE
RANGE

PRESSURE

OF AVAILABLE
PRODUCTS

TECHNICAL PRICE LIST 2024 - HUOT.FR

SE20 & SE21 - REXUO Tee
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REXUQO Tee

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 16 to 63 mm

SE20 - Tee with female outlet SE21 - Triple REXUO tee

2D

@D

(DEEERIE)

,_
m

L E
g
Metric series Metric series =
=
Recommended Recommended :
T L L . 8
torque orque
(Thread) (mm) (mm) =
(daN.m) (daN.m)
9020.16 16 3/8" 30 22 79 3 0,21 9021.16 16 31 45 78 3 0,28
9020.20 20 1/2" 35 27 87 3 0,30 9021.20 20 35 48 87 3 0,37
9020.25 25 3/4" 46 31 92 mechanical 034 W 9021.25 25 46 50 91 mechanical 044 WM
9020.32 32 1" 57 38 111  mechanical 086 W3 9021.32 32 56 65 119 mechanical 083 WM
9020.40 40  1"1/4 67 45 149  mechanial 097 W3 9021.40 40 62 76 152 mechanical 145 W
9020.50 50 1"1/2 70 50 166  mechanicl 1,49 WW 9021.50 50 70 85 170 mechanical 1,88 W
9020.63 63 2" 95 61 218  mechanical 246 WA 9021.63 63 95 118 221 mechanical 3,41 [ E |

Reducer fitting

Recommended
T L
torque
(Thread) (mm)
(daN.m)
37

9020.2515 25 1/2" 46 92 mechanical 0,39 [ E | v
9020.3220 32 3/4" 57 35 109  mechanical 0,61

9020.4020 40 3/4" 60 37 152 mechanical 1,13 [ E ]
9020.4026 40 1 67 40 149 mechanicl 0,97  NEN
9020.5020 50 3/4" 70 57 162 mechanical 1,73 [ E | v
9020.5026 50 1" 70 57 162  mechanical 1,70 AW
9020.6326 63 1 88 55 197 8 2,37

[ E | Snap-on packing
v Assembly tested before dispatch

SE20 & SE21 - REXUO Tee HUOT.FR - TECHNICAL PRICE LIST 2024 60
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REXUQO fittings with swivelling nut

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 16 to 63 mm

9214 | Straight coupling with swivelling nut @ PRODUCT

REXUO coupling
with compression ) Complete assembly, easy

fitting and swivelling nut to fit by tightening

-0.D.20t0 63 mm The ribs and the special of the compression nut

wrench keep
the coupling in place Large gasket ensuring

when mounting performance and durability

the REXUO fittings

Excellent torsional strength

- and pipe pull-out resistance
REXUO outlets are also fitted

450 elbOW Wlth on HUQT service cocks,

90° elbow with
92'9 SE 239 SWivel | i ng nut meter valves and valve boxes

swivelling nut
REXUO outlet with snap-

REXUO 90° elbow with REXUO 45° elbow with on packing (see overleaf
compression fitting compression fitting for the product codes)
and swivelling nut and swivelling nut
—-0D.25t0 50 mm -0D.25t032mm Individually packed
in plastic bag
The ribs and the special The ribs and the special
wrench keep wrench keep
the coupling in place the coupling in place
when mounting when mounting
the REXUO fittings the REXUO fittings

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET S : REXLZ’?/";’;”CZ%
Easy to fit the gasket i elf-sealing Ki : sizes an
No risk of losing components = Effective and durable 5
Impossible to mix up elements Maximum security

. Seep.65&67 [ P seep.71
Pipe guidance .

through the
compression
nut

> Reduces REXUO . > Easy and quick
fittings. 8 tightening
No oakum nor 0
sealing compound

| needed
Section of a SE14 fitting

Body brass NF EN 1216X / NF EN 1982

Compression nut Brass EN 1216X, with hole for lead seal
_ Female BSP thread ISO 228-1 LARGE

Packing Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C GASKET FULL
Friction washer and compression ring : brass EN 1216X g BORE

Compression nut : male threaded, brass EN 1216X, EN 1982

9214, 9219 and SE239 fittings can be used without pipe inserts : WIDE PRESSURE
« On PE 80 pipes PN 12,5 and 16 bar, according to standard NF T54-063 RANGE

«On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071 OF AVAILABLE

«0n PVC pipes according to standard EN 1452 Please contact us for application on other pipe types PRODUCTS

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR 9214 -9219 & SE239 - REXUO fittings with swivelling nut



9214 - Straight coupling with swivelling nut

,_
m

@D
1

~
\

Metric series
Recommended
Weight

torque
(kg)

(daN.m)
9214.20 20 172" 38 55 3 0,16
9214.25 25 3/4" 45 55 mechanical 0,22
9214.32 32 1" 56 68 3 0,39
9214.40 40 1"1/4 67 83 mechanical 0,53
9214.50 50 1"1/2 77 99 mechanical 0,82
9214.63 63 2" 95 115 mechanical 1,40

Reducer fitting

Recommended

Weight

torque
(kg)

(daN.m)

REXUO fittings with swivelling nut

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 16 to 63 mm

9219 - 90° elbow with swivelling nut

p

H

. N\
==
By
o ] e

Metricseries

Recommended
torque
(Thread), (mm)
(daN.m)

9214.2020 20 3/4" 37 58 3 0,19
9214.2526 25 1" 45 57 mechanical 0,23
9214.3220 32 3/4" 56 66 3 0,38

SE239 - 45° elbow with swivelling nut

1 ;
/ @D E

Recommended
torque
(Thread), (mm)
(CEL'RL))

9239.25 25 3/4" 46 mechanical 0,33

I

9219.25 3/4" 34 mechanical 0,23 [ E |
9219.32 32 1” 57 53 41 mechanical 0,37
9219.40 40 1"1/4 67 72 49  mechanial 0,63 | E |
9219.50 50 1”12 78 85 75 7 1,20 v
Reducer fitting
Recommended
L
torque
(Thread)| (mm)
(daN.m)
9219.2526 25 1" 47 37 mechanical 0,27 [ E |
92193220 32 3/4" 57 53 43 mechanil 0,37
92193233 32 1"1/4 57 57 56 mecanil 0,51 [WENIA

W3 snap-on packing
v Assembly tested before dispatch

9214 -9219 & SE239 - REXUO fittings with swivelling nut

HUOT.FR - TECHNICAL PRICE LIST 2024
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REXUO wall elbow

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 20 to 27 mm

Female wall elbow with one REXUO
compression fitting and one female end
- For wall mounting - O.D. 20 and 25 mm

The ribs and the special
wrench keep
the coupling in place
when mounting
the REXUO fittings

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET
Easy to fit the gasket B
No risk of losing components = Effective and durable

Impossible to mix up elements Maximum security

Self-sealing kit

Pipe guidance

through the
compression - Efg:cses REXUO
nut 95.

No oakum nor
sealing compound
needed

Section of a SE14 fitting

brass EN 1216X
female BSP thread 1SO 228-1
Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C

T ]

Friction washer and compression ring : brass EN 1216X
Compression nut : male threaded, brass EN 1216X, EN 1982

SE125 fittings can be used without pipe inserts :
«On PE 80 pipes PN 12,5 and 16 bar, according to standard NF T54-063
«On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071

«0n PVC pipes according to standard EN 1452 Please contact us for application on other pipe types

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

h HUOT

@ ProDUCT

) Complete assembly, easy
to fit by tightening
of the compression nut

Large gasket ensuring
performance and durability

Excellent torsional strength
and pipe pull-out resistance

REXUO outlets are also fitted
on HUQT service cocks,
meter valves and valve boxes

REXUO outlet with snap-
on packing (see overleaf
for the product codes)

Individually packed
in plastic bag

REXUO wrenches
sizes 25 /32 and 63

> Easy and quick
tightening

LARGE
GASKET

pa—

WIDE
RANGE

FULL
BORE

PRESSURE

OF AVAILABLE
PRODUCTS

TECHNICAL PRICE LIST 2024 - HUOT.FR

SE125 - REXUO wall elbow
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9125.20SE

REXUO wall elbow

For standard EN 12201, NF T54-071 PE and standard EN 1452 PVC pipes O.D. 20 to 27 mm

H

Is 3

@D

Recommended

9125.25SE15

9125.25SE

T
(Thread)
20 1/2"
25 1/2"
25 3/4”

torque

(daN.m)
49 3 0,23
47 mechanical 0,27 | E |
50 mechanical 0,28 [ E |

SE125 - REXUO wall elbow

HUOT.FR - TECHNICAL PRICE LIST 2024

BRASS FITTINGS



wv
o
=
-
[=
T8
wv
(%)
<
o
<)

REXUO transformation kit

For PE standards EN 12201, NF T54-071 and PVC standard EN 1452 pipes — O.D. 25 - 63mm

SE7 | Size reducer kit

For connections with items of smaller &
-0D.25t063 mm

No oakum nor sealing
compound needed
between the
transformation kit
and the REXUO fitting

O.D.25and 32 mm Other @

9402/K | Size increase kit

For connections with items of bigger @
—-0D.32and 63 mm

No oakum nor sealing
compound needed
between the
transformation kit
and the REXUO fitting

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

SNAP-ON PACKING Deep pipe insertion behind LARGE HUOT GASKET
Easy to fit the gasket B
No risk of losing components = Effective and durable

Impossible to mix up elements Maximum security

Self-sealing kit

See p.65 & 67

> Reduces REXUO
fittings.
No oakum nor
sealing compound
needed

Pipe guidance

through the

compression
nut

Section of a SE14 fitting

brass EN 1216X / EN 1982

polyethylene, polypropylene or rubber NF EN 681-1

Tightness ring : rubber EN681-1 - for fluid temperatures below 40°C
Friction washer and compression ring : brass EN 1216X
Compression nut : male threaded, brass EN 1216X, EN 1982

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

h HUOT

@ ProDUCT

) Replaces the packing
of REXUO fittings

No additional sealing
material needed

Large gasket ensuring
performance and durability

Sure and quick
installation

REXUO outlets are also fitted
on HUQT service cocks,
meter valves and valve boxes

) Individually packed
in plastic bag

REXUO wrenches
sizes 25/32 and 63

> Easy and quick
tightening

LARGE
GASKET

pa—

WIDE
RANGE

FULL
BORE

PRESSURE

OF AVAILABLE
PRODUCTS

TECHNICAL PRICE LIST 2024 - HUOT.FR

SE7 & 9402/K - REXUO transformation kit



lh HUOT

REXUO transformation kit

For PE standards EN 12201, NF T54-071 and PVC standard EN 1452 pipes — O.D. 25 - 63mm

SE7 - Size reducer kit

@D

Self-sealing, with large gasket

B D

Code DN Body Outlet Recommended 3
(mm) (mm) torque (daN.m) é
9007.SE2520 25 e 20 3 41 44 0,16 E
9007.SE3A20 32 / 20 3 50 39 0,24 ﬁ
9007.SE3220 32 20 3 50 43 0,24 g
9007.SE3A25 32 / 25 mechanical 50 38 0,26 | E |
9007.SE3225 32 et 25 mechanical 50 47 022 MWW
9007.SE4025 40 / 25 mechanical 40 54 0,34 [ E |
9007.SE4032 40 / 32 3 50 60 0,41
9007.SE5032 50 / 32 3 50 51 0,58
9007.SE5040 50 / 40 6 60 67 0,62
9007.SE6340 63 40 6 87 69 1,20
9007.SE6350 63 50 7 87 72 0,99

9402/K - Size increase kit with large gasket

Il

2D

i

i@

o
-

Self-sealing, with large gasket

D

Outlet Recommended

(mm) torque (daN.m)

9402.K32SE 25 Jerancre} 32 mechanical 56 63 0,34 [ E |
9402.K40SE 32 / 40 6 60 75 1,73
9402.K63SE 50 e 63 mechanical 95 115 1,37 W3

INSTALLATION §OF. =0
VIDED g

@ ' .o Self-sealing

B3 snap-on packing

SE7 & 9402/K - REXUO transformation kit HUOT.FR - TECHNICAL PRICE LIST 2024 66
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SR7 SR9/B
SR7/M 9/B

Accessories for REXUO

 SR207

For PE standards EN 12201, NF T54-071 and PVC standard EN 1452 pipes

Changes a REXUO
fitting into a female
threaded outlet

SR7

0.D. 25,32 and 32 mm Other @
No oakum nor sealing
compound needed
between the
transformation kit
and the REXUO fitting
| — | ——

Plug for REXUO fittings. No sealing compound needed.
0O.D.25to 63 mm

Changes a REXUO
fitting into a male
threaded outlet

SR7/M

No oakum nor sealing
compound needed
between the
transformation kit
and the REXUO fitting

Adaptor kit, changes a REXUO compression fitting
into a BSP male outlet. No sealing compound needed.
REXUO O.D. 25 to 32 mm, male outlet %"to 1"1/4

9/B | Male plug

For temporary or permanent use.
No sealing compound needed. Male thread %"to 2"

brass EN 1216X

SR9/B | REXUO plug

No oakum nor sealing
compound needed
between the
transformation kit
and the REXUO fitting

Plug for REXUO fittings. No sealing compound needed.
OD.25t0 63 mm

Changes a REXUO
fitting into a
swivelling nut

SR207

No oakum nor sealing
compound needed
between the
transformation kit
and the REXUO fitting

Adaptor kit to change a REXUO fitting into a swivelling
nut. No sealing compound needed. REXUO OD 25

DETAIL OF AN ASSEMBLY REXUO-
TRANSFORMATION KIT

FOCUS

Assembly with a SE7/M

> Dismount the REXUO packing

> Put the kit in place of the packing, without
sealing material

> Tighten till the mechanical stop

polyethylene, polypropylene or rubber EN 601-1

Thread Male or female BSP thread ISO 228-1, NF E 03-005
(accesory side)

Test certificates are available on request.

h HUOT

@ ProDUCT

) Replaces the packing

of REXUO fittings

No additional sealing
material needed

Large gasket ensuring
performance and durability

Sure and quick
installation

REXUO outlets are also fitted
on HUQT service cocks,

meter valves and valve boxes

Individually packed
in plastic bag

REXUO wrenches
sizes 25/32 and 63

> Easy and quick tightening

LARGE
GASKET

—

WIDE PRESSURE
RANGE

OF AVAILABLE
PRODUCTS

TECHNICAL PRICE LIST 2024 - HUOT.FR

SR7-SR7/M-SR9/B-9/B-SR207 - Accessories for REXUO



SR7 - REXUO adaptor with BSP female outlet

TaaN

SR7
SR7/M

SR9/B
9/B

 SR207

Accessories for REXUO

For PE standards EN 12201, NF T54-071 and PVC standard EN 1452 pipes

SR7/M - REXUO adaptor with BSP male outlet

9007.2015 20 / M30x1,5 172" 0,05
9007.2515 25 [E## M36x1,5 172" 28 41 0,12
9007.2520 25 M36x1,5  3/4" 30 41 0,11
9007.2526 25 [ M36x1,5 1" 41 41 0,16
9007.3220A 32 / M45x2,3  3/4" 19 49 0,18
9007.3220 32 [EER M45x1,5  3/4” 27 50 0,17
9007.3226A 32 / M45x23 1" 19 49 0,16
9007.3226 32 [EEE M45x1,5 1" 33 50 0,17
9007.3233A 32 / M45x23  1"1/4 40 60 0,20
9007.3233 32 [E#H M4asx15  171/4 44 50 0,22
9007.4033 40 / M55x2,3  1"1/4 24 65 0,26
9007.5040 50 / M64x23 17172 24 70 0,33
9007.6350 63 [ M8ox2,3 2" 49 77 0,75

9/B - Male plug

Weight

(Thread) (kg)
9.B08 1/4" 3 7 18 0,03
9.B12 3/8" 5 9 20 0,02
9.B15 1/2" 5 11 24 0,04
9.B20 3/4" 4,5 10,50 33 0,04
9.B26 1" 6 12,50 40 0,09
9.B33 1"1/4 7 14,5 48 0,15
9.B40 1"1/2 8,5 18 56 0,21
9.B50 2" 8 20,50 64 0,32

INSTALLATION §O]

VIDEO

®

Self sealing

v Assembly tested before dispatch

)

Self-sealing with large gasket

(Thread) EEE

9007.M2520 25 [ M36x1,5 3/4" 0,13
9007.M2526 25 M36x1,5 1 14 37 41 0,15
9007.M3220A 32 /  M45x2,3 3/4" 12 30 50 0,19
9007.M3220 32 [ M45x1,5  3/4" 12 39 50 0,20
9007.M3226A 32 /  M45x2,3 1" 14 32 50 0,24
9007.M3226 32 M45x1,5 1" 14 41 50 0,20
9007.M3233A 32 /  M45x2,3 1"1/4 16 34 50 0,18
9007.M3233 32 M45x1,5 1"1/4 16 43 50 0,19
SR9/B - Plug

%

.

9009.B25 25 [l M36x1,5 19 5 41 0,08
9009.B32A 32 / M45x2,3 13 6 50 0,11
9009.B32 32 M Mm45x1,5 22 5 50 0,12
9009.B40 40 [EE ms55x2,3 31 7 60 0,27
9009.B50 50 EHR meax23 33 8 70 0,35
9009.863 63 [EFE mM80x23 35 8 100 0,56

SR207 - Adaptor with swivelling nut

Weight
(kg)
9207.2520 25 M36x1,5  3/4” 40 41 017
9207.2526 25 M36x1,5 1" 46 41 0,21
9207.3226 32 M45x1,5 1" 46 50 0,25 v

SR7-SR7/M-SR9/B-9/B-SR207 - Accessories for REXUO

HUOT.FR - TECHNICAL PRICE LIST 2024
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REXUO - Packing

For PE pipes (NF EN 12201 and NFT 54-071 standards) and PVC pipes (NF EN 1452 standard) - 0.D. from 20 up to 63 mm - Meets the requirements of the 1983 PF quality brand - 0.0. from 21 to 60 mm

PARTS CONSTITUTING THE REXUO COMPRESSION FITTING @ PRODUCT

Large gasket ensuring

Friction washer performance and durability

protects the gasket
REXUO outlets are also fitted

on HUQT service cocks,
meter valves and valve boxes
Compression ring
ensures grip The compression ring ensures
optimal pipe adhesion

Individually packed

in plastic bag
v
o
=
-
E
'S
B B |
<<
o
o
<)
LARGE GASKET
Packing Snap-on packing

FOCUS | REXUO DESIGN DETAIL

Deep pipe insertion behind LARGE HUOT GASKET
the gasket =
= Effective and durable

REXUO wrenches
Self-sealing kit . sizes 25/32 and 63

Maximum security

Pipe guidance See p.65 & 67
through the P . } P

compression

4 > Reduces REXUO . > Easy and quick
fittings. . tightening
No oakum nor H
sealing compound
needed
Section of a SE14 fitting
Compression nut male threaded, brass EN 1216X / EN 1982
Gripping ring brass EN 1216X
o LARGE
Friction washer brass EN 1216X e FULL
rubber EN 681-1 - for fluid temperatures below 40°C g BORE
REXUO packings can be used without pipe inserts :
- On PE 80 pipes PN 12,5 and 16 bar, according to standard NF T54-063 WIDE PRESSURE
- On PE pipes thickness 32, PN 3 and 10 bar, according to standard NF T54-071 RANGE
« On PVC pipes according to standard EN 1452 Please contact us for application on other pipe types OF AVAILABLE
PRODUCTS

Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance
test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

69 TECHNICAL PRICE LIST 2024 - HUOT.FR SE24 - REXUO - Packing
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REXUO - Packing

For PE pipes (NF EN 12201 and NFT 54-071 standards) and PVC pipes (NF EN 1452 standard) - 0.0. from 20 up to 63 mm - Meets the requirements of the 1983 PF quality brand - 0.0. from 21 to 60 mm

st

SE24 - Snap-on packing

@D

Recommended

o torie Weight
ode

(daN.m) 52
9024.16 16 30 3 0,04
9024.20 20 30 3 0,06
9024.25 25 36 mechanical 0,09
9024.25E 25 36 mechanical 0,08
9024.32 32 45 mechanical 0,12
9024.32A 32 45 3 0,13
9024.40 40 61 mechanical 0,20
9024.50 50 70 mechanical 0,30
9024.63 63 88 mechanical 0,58
9024.63A 63 88 8 0,28

m Depending on their diameter, REXUO fittings have different packings (snap-on or traditional version).
For more information, please feel free to contact us

[ E | Snap-on packing

SE24 - REXUO - Packing

HUOT.FR - TECHNICAL PRICE LIST 2024
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2000.CR
2000.CB

REXUO wrench - Spanner for REXUO fittings O.D. 20 to 63 mm
REXUO body wrench - rorrexuo fittings 0.0. 20 to 63 mm

2000/CR | REXUO wrench

HUOT logo
Dedicated spanner for

REXUO fittings O.D. 25 |
and 3”2]?:1m A Oper} end fggilitates
@25 and 32 mm pipe guiding
v
Gland nut Gland Eattem
e quick tightening,
— no gland deterioration

220,40 to 63 mm

2000/CB | REXUO body wrench

b

Spanner end holds
the body
during tightening

@63 mm

FOCUS | PACKING FOCUS | REXUO DESIGN DETAIL

SNAP-ON PACKING
Easy to fit
No risk of losing components
Impossible to mix up elements

Deep pipe insertion behind LARGE HUOT GASKET
the gasket =
= Effective and durable

Maximum security

Pipe guidance

through the

compression
nut

Section of a SE14 fitting

2000.CR material nickel / chrome plated steel

2000.CB material nickel / chrome plated steel

Test Rexuo fitting test : Internal pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resis-
tance test to ISO 3501 - Internal pressure tightness test in pipe bend conditions to ISO 3503. Test certificates available on request.

rubber : grip

h HUOT

@ ProDUCT

) The ergonomic design
allows comfortable and
efficient tightening

Pipe guiding facilitates tightening
under dicult conditions

New brushed chrome finish

No risk of gland deterioration

Self-sealing kit

D Seep.65 & 67

> Reduces REXUO
fittings.
No oakum nor
sealing compound
needed

WIDE
RANGE

OF AVAILABLE
PRODUCTS

TECHNICAL PRICE LIST 2024 - HUOT.FR

2000/CR - REXUO wrench - 2000/CB - REXUO body wrench
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2000.CR
2000.CB

REXUO wrench - Spanner for REXUO fittings O.D. 20 to 63 mm
REXUO body wrench - forrexuo fittings 0.0. 20 to 63 mm

2000/CR - REXUO spanner

0.D.25and 32 mm 0.D. 20,40 to 63 mm

BRASS FITTINGS

2000.C20R 20 8 1,11
2000.C2532R 25 32 272 8 0,57
2000.C40R 40 / 325 8 1,23
2000.C50R 50 / 325 8 1,23
2000.C63R 63 / 425 10 1,23

2000/CB - REXUO body

<

. HUOT /1

2000.C20B 20 35 230 39 0,27
2000.C25B 25 41 240 44 0,39
2000.C32B 32 51 272 52 0,39
2000.C40B 40 61 289 56 0,57
2000.C50B 50 71 318 64 0,57
2000.C63B 63 88 348 74 0,57

2000/CR - REXUO wrench - 2000/CB - REXUO body wrench HUOT.FR - TECHNICAL PRICE LIST 2024



BRASS FITTINGS

1410/F
1410/ED 1410/FM

Connection elements - Nipple

Nipple 1410/F is a connecting element consisting of a threaded swivel
nut and a male threaded bushing.
Allows :

« Connection between a female threaded valve or a threaded
pipe and a water meter

« House installations maintenance by facilitating demounting
of components like the water meter by withdrawing
the bushing.

Leakproofness :

« Application of joint compound or oakum before tightening
the bushing

« Flat gasket supplied with the swivelling nut

h HUOT

1410/F | Nipple with male bushing

Female threaded swivelling nut and male
nipple nut sizes ¥2"to 2’ bushing sizes 3/8"
to 1%."

Nipple with bored male
1410/FD bushing for lead seal

Female threaded, bored swivelling

bushing sizes 3/8"to 172"

Hole for lead seal

nut and male nipple nut sizes 14"to 2",

Nipple with bored male
1410/FM bushing for lead seal and flats

Flats

Female threaded, bored swivelling

nut with flat parts and male nipple
nut sizes ¥2"to 2", bushing sizes 3/8"
to 1"

Hole for lead seal

REXUO range and design

SE19 SE21 9214

BITECTETERI  brass EN 1216X/EN 1982
male or female BSP-thread - 1SO 228-1

Leakprooftest according to NF E 29-311 - ISO 5208/PN16.Test certificates available on request.

Self-sealing kit

D Seep.65&67

>Reduces REXUO fittings.
No oakum nor sealing
compound needed

WIDE PRESSURE

RANGE
OF AVAILABLE 1 6
PRODUCTS BAR

TECHNICAL PRICE LIST 2024 - HUOT.FR
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1410/F
1410/FD

1410/FM

Connection elements - Nipple

1410/F - Nipple with male bushing

— .

1410.F1512 0,03

w - 1410.F2015* 1/2" 3/4" 28 29 0,06
1410.F2620* 3/4" 1 30 36 0,09

1410.F2626 1 1" 30 38 0,12

1410.F3326 1" 1"1/4 32 45 0,14

1410.F4033 1"1/4 1"1/2 36 52 0,23

- L > 1410.F5040 1"1/2 2" 42 66 0,40

* Male bushing with flats

1410/FD - Nipple with bored male bushing for lead seal

1410.F2015D 0,06
1410.F2620D 3/4" 1" 30 36 0,10
1410.F3326D 1 1"1/4 32 45 0,14
1410.F4033D 1"1/4 1"1/2 36 52 0,28
1410.F5040D  1"1/2 2" 42 66 0,40

1410/FM - Nipple with bored male bushing for lead seal and flats

P A R e
1410.F2015M 0,06
1410.F2620M 3/4" 1" 30 36 23 0,10
1410.F3326M 1 1"1/4 32 45 30 0,14
1410.F4033M  1"1/4 1"1/2 36 52 37 0,23
1410.F5040M  1"1/2 2" 42 66 43 0,40

1410/F-1410/FD-1410/FM - Connection elements - Nipple HUOT.FR - TECHNICAL PRICE LIST 2024

BRASS FITTINGS
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WATER METER
EQUIPMENT

B Meter boxes B Check valve - drain sleeve,
Insulated water meter box drain tap 1/4”
REGARDUO 1178 ... 75 1916 - 1956 - 1996...

Insulated water meter box 2019/8- 202078

CITERNUO 1100 e 79 RIS
CITERNUO 1180 e 81 ® Straight ball valve

B SPHERUO meter valve 20 10
SE2235 = SEO736 s 83
2235 - 2236 - 2336 - 2245 - 2246......85
9255-9755

2535-12536-5336.
3236-3238...
1157/RC-9157 .
SECUOSTOP ...
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REGARDUO 1178

Insulated water meter box, adjustable in height

For horizontal water meter DN15, length 110to 170 mm
DN20, length 110 to 130 mm

@ ProDUCT

DESIGN

) Subsurface water meter box
for gardens or sidewalks

Telescopic cover

Sliding riser ring,
adjustable in height
without use of tools

i 50 mm
150 mm : — flneEsting ) Compact design
height \nsulat}ng cap inside,
adjustability covering the water 150 mm b HUOT valves and fittings
meter height

) Optional water cutting-off device
Compact, insulating

and very USE
resistant barrel made » Ready to install with valves and
of expanded fittings (assembled version)
polypropylene.
Patented

All parts fully accessible for
maintenance operations
Sold with PE pipes
(assembled version)
or without PE pipes
(kit version)

Inlet and outlet with PEHD
pipes (assembled version)

ﬁ = Adjustable in height and
W i The broad base gives tiltable (+/- 6°)

E E stability during

£ 3 installation DELIVERY

; 8 on site

) Instructions for installation and use
are supplied with each meter box

FOCUS | INFORMATION ABOUT THE DIFFERENT VERSIONS

0 0 . 8 equipment options : .
6 cover cc?lmll:lln.atlons DN15 water meter, length 110mm
avaflable : fixing on the stop cock
" PIasnF cover DN15 water meter, length 110mm
. . with or without lock N . .
! Availablein6heights ! 2 ol Va'VefseL :
3 versions : 0 ¢ with or without SECUO safety lock
from 7 17 5 oPugter i : : ) )
Ready to install : ireiim 7 7D watn v Euctl‘le \Ir(ofn cover with |or ) : : 2 connection options :
Valves and fittings-kit 2060 il e W AEUE DRI 1 Weniite fee! + - DN15 water meter, length 110mm & For PE-pipes DN25 or 32
Without accessories . : : . or 170mm : screw-on valve .
0 ring available . . ila i 0
: ith DLﬁlIe]l;oSntcoverl d sets with or without SECUO &
. + with lock for 12,5 tonne loai safety lock

« Ductile iron cover with lock
for 12,5 tonne load,
NF approved (French standard)

+ - DN20 water meter, length 110mm &
: or 130mm : screw-on valve :

sets with or without SECUO
safety lock

Cylindrical body expanded polypropylene (EPP)

Sliding cover riser ring and garden cover : reinforced polyproylene
. . . ’ PLASTIC VALVES AND
cover : ductile cast iron according to EN GJS NF EN 1563 standard GARDEN EITTINGS
frame : ductile cast iron EN GJS NF EN 1563/PA standard AND CAST 100%

Valves and fittings brass EN 12164 / EN 12168 / NF EN 1982 IRONCOVEREN BRASS
Inlet and outlet pipes PE for potable water use NF T 54-063
Insulating cap expanded polyethylene (EPE)

PRESSURE

16

BAR

At Nominal flow = 1,5 m*/h => 200mb DN15
PRESSURE LOSS Maximum losses without meter at nominal flow BEERE T RilAR WS R Y o) NG
At maximum flow = 5 m*/h => 700 mb DN20

Cast iron cover strength test according to EN 124-B125 and A15. Leakproof test valve: NF P 43-008; meter box: NF P 43-002. REXUO compression fitting
tests according ISO 3458 - 1SO 3459 - 1SO 3501 - ISO 3503 standards. Non-return valve: NF 045. Test certificates in accordance with current standards
are available on request

TECHNICAL PRICE LIST 2024 - HUOT.FR REGARDUO 1178 - Insulated water meter box, adjustable in height
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REGARDUO 1178

Regarduo 1178 codification
sz, & = INFO
E E é Z 1‘5 i Every letter or number following code 1178 refers to
”””””””””” a specic characteristic. See below for details
1178. M 7 P 1
or S 9 F2 VG
or 1 A3
ﬁ EXAMPLE : 1178.M9R1V
or 1 Regarduo meter box 1178 / Fully assembled / Height 900mm /
or LR Ductile cast iron cover for 12,5 tonne load, with lock / Equipment
6T X B type 9736 with Secuo safety lock / PE pipes DN25
CODE DETAILS FOR PRODUCT CHOICE
Version
No letter : without valves and fittings S :valves and fitting in kit M : Fully assembled
Height (en mm)
7:700 9:900 1:1100 3:1300 L:1500 X:1700

i
=2
w ow
==
c
==
=2

P : Plastic F : Plastic cover A : Cast iron cover Z:Castiron cover R: Cast iron cover B : Cast iron cover
cover with lock 1,5 tonne 1,5t with lock 12,5 tonne B125 EN124 with lock
Equipment
" ) . Water meter DN15. lenath 110 to 170 mm - Screw-on eauipment
Water meter DN15, length 110mm - Fixing on the stop cock Water meter DN15, length 110mm - interchangeable equipment 3 3V
Water meter DNO, length 110 to 130 mm - Screw-on equipment
7
9736.1525DV H 5
9736.1525SE e 1169.RS 8 1996.15DSD 1169RS - 1172.C15 M721Y72.c15v
9199.1525SE H H
5336.15 “5336.15DV
WITH SECUO LOCK WITH SECUO LOCK 5 WITH SECUO LOCK
Meter inlet Meter inlet Meter inlet
1/4-turn ball valve . 1/4-turn ball valve : 1/4-turn ball valve
With SECUO safety lock (code 1V) s With SECUOQ safety lock (code 2V) 5 With SECUO safety lock (code 3V-7V)
Meter outlet (type 1) Meter outlet (type 1V) Meter outlet (type 2) Meter outlet (type 2V) : Meter outlet (type 3-7) Meter outlet (type 3V-7V)
No-return valve with + Accessible 1/4-turn ball cock * No-return valve with : Accessible 1/4-turn ball cock & No-return valve with :+ Accessible 1/4-turn ball cock
pressure tap before and & and no-returnvalve with  :  pressure tap beforeand :  and no-returnvalve with  :  pressure tap beforeand ! and no-return valve with
drain after the valve pressure tap before and drain drain after the valve, pressure tap before and drain & drain after the valve pressure tap before and
after the valve ; : threaded outlet : after the valve ; : drain after the valve ;
all parts removable 5 5 all parts removable 0 . all parts removable

Connection pipes' diameter
No letter or number: PE pipes DN25 G : PE pipes DN32

PE pipes DN32

REGARDUO 1178 - Insulated water meter box, adjustable in height HUOT.FR - TECHNICAL PRICE LIST 2024
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REGARDUO 1178

Insulated water meter box, adjustable in height
For horizontal water meter DN 15, length 110 to 170 mm

DN 20, length 110 to 130 mm

J [

J 0

+200mm +E0®mm 3 ¢
> & y 250 e & B 250 +200mm
250 == ——
ELD};H REGARDUO® H$‘ )LD:H REGARDUO H:D
| E—
I I

i
=
w w
==
< &
w s
20
;Iu

1178.M7A1V 1,5t 625-775 11,71
1178.M9A1V 15 25 1,5t 825-975 12,30
1178.M1ATV 15 25 1,5t 1025-1175 12,84
1178.M7R1V 15 25 12,5t 645-795 13,99
1178.M9R1V 15 25 12,5t 845-995 14,59
1178. M1R1V 15 25 12,5t 1045-1195 1513
1178.M7A3 15 25 1,5t 625-775 12,19
1178.M9A3 15 25 1,5t 825-975 12,75
1178.M1A3 15 25 1,5t 1025-1175 13,32
1178.M7R3 15 25 12,5t 645-795 14,48
1178.M9R3 15 25 12,5t 845-995 15,04
1178.M1R3 15 25 12,5t 1045-1195 15,61
1178.M7B3 15 25 B125 650-850 20,60
1178.M9B3 15 25 B125 850-1050 21,16
1178.M1B3 15 25 B125 1050-1250 21,73
1178.M1P7 20 32 1,5 1025-1175 10,15

INSTALLATION
ADVICE

* On request : equipment kit, replace M by S

TECHNICAL PRICE LIST 2024 - HUOT.FR REGARDUO 1178 - Insulated water meter box, adjustable in height
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EQUIPMENT
178/TP | Plastic cover

e |

1178.TP

178/TAP | Plastic lid

1178.TAP

1178/TR | Cast iron cover 12,5t with lock

e |

1178.TR

1178/TAR | Cast iron lid 12,5t with lock

1178.TAR

178/S1 | Type S1 equipment

e |

1178.51

178/S\V | Type S1V equipment

(o ||

1178.51V

11I78/RR | EPP Box riser ring (+ 200mm)

o ||
1178.RR
178/B |Insulating cap

(e |

1178.B

178/TF | Plastic cover with lock

e |

1178.TF

1178/TAF | Plastic lid with lock

1178.TAF

178/T2 | Castiron cover 1,5t with lock

e |

1178.TZ
178/TAZ | Castiron lid 1,5t with lock

1178.TAZ

178/S2 | Type S2 equipment

e |

1178.52

1178/S2V | Type S2V equipment

(o ||

1178.52V

1178/RE | Rimmed riser ring

o |
1178.RE
nz2/c | Triangular key 8 mm / lever

(e |

1172.C8T

REGARDUO 1178

178/TA | Castiron cover 1,5t

1178.TA

178/TAA | Castiron lid 1,5t

1178.TAA

178/TB | Castiron cover B125 EN124 with lock

e |

1178.TB

N172/T Cast iron cover B125 EN124 with lock

e |

1172.T

178/53 | Type S3 equipment

e |

1178.53

178/53V | Type S3V equipment

(o ||

1178.53V

178/REL | Plain riser ring

(e |

1178.REL

2035.DV15C: SECUO key

REGARDUO 1178 - Insulated water meter box, adjustable in height

HUOT.FR - TECHNICAL PRICE LIST 2024

e
=2
w ow
==
c
w5
3]
gl.u




h HUOT

CITERNUO 1100

Insulated water meter box for single or double water meter
DN15:L=110and 170 mm and DN20: L = 130 and 190 mm QD

=

meted

Plastic cover for garden
use B125 version
available (cast iron
frame and cover) see
next page

@ ProDUCT

DESIGN

» Ground boundary meter box
The box material, Integrated insulating
expanded cap » Compact and complete,
polypropylene, ensures ready for installation.
strength Assembly in 2 minutes onl
and insulation y y
Box made of expanded

polypropylene,
ensuring strength and insulation

Telescopic frame 100
mm, adjustable
in 2 directions
+/-7°
USE

Plastic cover for garden or cast

Special box design

e 150 mm iron frame and cover class B125
to optimize extension
stacking and storage collar

Extension collar
(optional) for 150mm

Two-segment box with
optional extension collar

Reduced space and weight

i gain in height
i
== Clips for quick REXUO compression fitting inlet
&= . N
o 8 installation and perfect — and outlet (inside the box)
‘;‘ ] hold of PE pipes
and valves

Assembly in 2 minutes only

FOCUS | werersox perai

VALVES AND FITTINGS BOX INTERIOR
Meter inlet . . FOCUS CITERNUO 1100
Ya turn ball valve with swivelling :
nut and REXUO compression 5 2 PACKAGING - Reduced pallet space
fitting . 3 (32 boxes per pallet)
N . - Easy storage
Valves and fittings Valves and fittings . .
in separate bag DN15 and 20 . H
. 1 2 .

« Ready to use box

Meter outlet - Easy installation by separation - Light weight

Integrated check valve with swivelling : of the two box segments (1) : + Assembly in 2 minutes
nut, pressure plug and drain tap, « REXUQ inlet and outlet compression
REXUOQ outlet . fittings inside the box (2). :

VALVES AND
FITTINGS

100%

expanded polypropylene

A15 : reinforced polypropylene - B125: ductile cast iron
brass EN 12164 / EN 12168 / NF EN 1982

expanded PE

SINGLE PRESSURE

or

DOUBLE WATER

Leakproof test of valve body and ball according to NF E 29-311 - SO 5208: PN16. Mechanical strength test of crimp nuts following NF P 43-007.
REXUO compression fitting test according ISO 3458 — 1SO 3459 - 1SO 3501 - 1SO 3503 standards. Check valve according NF 045.
Test certificates available on request.

9 TECHNICAL PRICE LIST 2024 - HUOT.FR CITERNUO 1100 - Insulated water meter box for single or double water meter
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CITERNUO 1100

Insulated water meter box for single or double water meter
DN15:L=110and 170 mm and DN20: L = 130 and 190 mm

Garden version B125 version
) 574 x 440 )
500 x 366
490 ) 355
70
¥
2 1100 1100
8
@
(- — e 1 T Y

HO W OJ=—= =0 @] Of

View from above

./ ]
CITERNUQ 150
—

266
sl
=T

Extension

i
-2
w ow
Nb of Vertical E E
Pack w3
Code * meters load 2o
quantity s«
and DN (tonne)
1100.315 1xDN15 25 25 See drawing 1,5 6,55 32
1100.315B 1xDN15 25 25 See drawing 12,5 23,10 24
1100.3D15 2xDN15 25 25 See drawing 1,5 7,35 32
1100.3D15B 2xDN15 25 25 See drawing 12,5 23,90 24
1100.320 1xDN20 32 32 See drawing 1,5 715 32
1100.320B 1xDN20 32 32 See drawing 12,5 23,70 24
1100.3D20 2x DN20 32 32 See drawing 1,5 8,55 32
1100.3D20B 2x DN20 32 32 See drawing 12,5 25,11 24
EQUIPMENT
1I00/RE | Extension 150mm 1100/B | Insulating cap
| code | i | cose | |
1100.RE 150mm 1100.B
INSTALLATION
ADVICE 1180/T | Frame and cover B125
1180/TC | Frame and cover C250
1180.T
1180.TC

CITERNUO 1100 - Insulated water meter box for single or double water meter HUOT.FR - TECHNICAL PRICE LIST 2024 80
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CITERNUO 1180

Insulated water meter box for single or double meters
DN15:L=110to 170 mm and DN20:L =130 to 190 mm

@ ProDUCT

Cast iron cover and DESIGN
frame, adjustable by » Ground boundary meter box
50 mm and tiltable

P T N 50 mm for gardens and sidewalks
precise
adjustment Can be equipped with
two water meters
High performance insulation
Collar for angular 200 mm for cold regions
adjustment adjustment
in two directions Available in 3 heights :
without tools 550-800, 800-1050, 1050-1300
The ribbed barrel
ensures a very good Numerous variants
compaction (heights, equipment ...)
resistance 9gnts, equiip
2 notches hold 1A
lthe EE pipes . The collar is adjustable
or direct mtr.oduclt\on Rectangular and in height and slope
of the service pipe enlarged
base for improved The service pipe can be
stability

introduced directly

Complete accessibility for

| — maintenance operations

Tested under pressure before dispatch

WATER METER
EQUIPMENT

Simple and quick installation of
valves and fittings, no tools needed

FOCUS | werersox pemai

VALVES AND FITTINGS . BOX INTERIOR . COVER .
Meter inlet : : - Frame/cover NF EN 124-B125 : FOCUS CITERNUO 1180
Y4 turn ball valve with handle Meter axis 387 mm +/-125 mm NFEN 124 -C250 - Telescopic setting
control, SECUO lock available 0 o ©° Lockab_le, key supplied 0 - Removable valves and fittings
(see p. 95) : :  -Antiskidsurface : -DN15 and DN20

. - Notch for easy opening interchangeable
: (DN15 = blue, DN 20 = black)

Meter outlet . . .
Check valve with pressure plug and .
drain tap : g g

Barrel and collar PE

HORIZONTAL
ductile cast iron EN GJS NF EN 1563 oR merer [ INSULATED
Valves and fittings brass EN 12164 / EN 12168 / NF EN 1982 ﬁl g;]gg
T =l

CASTIRON W opTimaL
COVER o en COMPACTION

ADJUSTABLE

At Nominal flow = 1,5 m*/h => 200mb

B125-EN124 RESISTANCE
200 mm ] - . -

PRESSURE LOSS Maximum losses without meter at nominal flow

At maximum flow = 3 m*/h => 650 mb

Leakproof test of valve body and ball according to NF E 29-311 - ISO 5208: PN16. Mechanical strength test of swivelling nuts following NF P 43-007.
REXUO compression fitting test according ISO 3458 — ISO 3459 - SO 3501 - ISO 3503 standards. Test of compaction resistance.
Check valve according NF 045. Test certificates available on request.
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CITERNUO 1180

DN15:L=110to 170 mmand DN20:L =130to 190 mm
500
T —T Nb of Outlet
Pack
P — = 9 Code * meters .D. 0.D.
£ . It quantity
= - and DN (mm)
° i 0
E E = 37 " 1180.M115 1xDN15 25 25 1050-1300 34,56 5
g = i 1180.M120 1xDN20 32 32 1050-1300 35,24 5
3| N —
8 = TxDNT5 25 25
- ] | | 2 1180.M1N12 1x DN20 32 32 1050-1300 37,35 5
'E ! E 1180.M1N15 2xDN15 25 25 1050-1300 36,67 5
1=
§ & ‘ 2 1180.M1N20 2 x DN20 32 32 1050-1300 38,03 5
= 1180.715 1xDN15 25 25 550-800 30,14 5
E\ 1180.720 1 x DN20 32 32 550-800 30,90 5
£ TXDNT5 25 25
e ’ E 1180.7N12 1xDN20 P 3 550-800 32,37 5
H| , HS 1180.7N15 2xDN15 25 25 550-800 31,63 5
1180.7N20 2 x DN20 32 32 550-800 33,10 5
1180.M915 1xDN15 25 25 800-1050 32,16 5
1180.M920 1 x DN20 32 32 800-1050 32,84 5
TxDNT5 25 25
1180.M9N12 1% DN20 > 3 800-1050 34,95 5
1180.M9N15 2xDN15 25 25 800-1050 34,27 5
1180.M9N20 2 x DN20 32 32 800-1050 35,64 5
e
=
Weight of cover and frame: 17,5 kg I.IEJ E
EQUIPMENT « %
. =9
1157/N | Inlet manifold =

(1) 1157.N3225
(2) 1157.N32
(3) 1157.N4025 40 25
M @ @ @ (4) 1157.N4032 40 32

9180 | Angled non-return valve N80/T | Cover and frame B125
N80/TC | Cover and frame C250

e o oo
(e ||

9180.15255E 15 25

9180.15325E 15 32 (IE0N
9180.2032SE 20 32 1180.1C
9180.2040SE 20 40
180/R | Complete valve set 1180/B | Insulating cap
e | o e |
1180.R15 15-25 1180.B
1180.R15G 15-32
s 0 1180.R20 20-32
IN ;/:]’-Vl;g? N 1180.R20G 20-40
1180.R2025 20-25
57/C | 8 mm triangle wrench 180/T1 | Cover insulating
vy Ay 1157.C8T 1180.TI

CITERNUO 1180 - Insulated water meter box for single or double meters HUOT.FR - TECHNICAL PRICE LIST 2024 8



WATER METER

EQUIPMENT

SPHERUO meter valve

Straight or elbow valve for meter inlet or outlet, with REXUO fitting for PE and PVC pipes - DN15 to 40

SE2235

REXUO compression
fitting. Large gasket,
very deep pipe
insertion, optimized
compression

Swivelling nut for easy
meter installation
and removal

SE9736

Swivelling nut for easy
meter installation
and removal

REXUO compression
fitting. Large gasket,
very deep pipe
insertion, optimized
compression

| Straight SPHERUO meter valve

| SPHERUO elbow meter valve

FOCUS | REXUO DESIGN DETAIL

Compression ring (2)
ensures grip
by tightening
the compression nut (3)

The friction washer (1)
protects the gasket

h HUOT

@ ProDUCT

With SECUO
control >

With SECUO
control

SELF-SEALING KIT

See p.65 & 67

Va turn ball valve,
with massive, full bore ball

Ball inserted between PTFE seats
for complete tightness

Integrated REXUO fitting and
swivelling nut with lead seal hole

Swivelling nut for easy meter
installation and removal

Gasket supplied

SECUO control (code DV)
available for these valves

SECUO STOP

LARG|
GASKET

> Reduces REXUO fittings.

No oakum nor sealing
compound needed

> Temporary control lock device.
Can be fitted on all SPHERUO
water meter valves.

VALVES AND
FITTINGS

100%
BRASS

LARGE
GASKET

p—

brass EN 1216X / EN 1982

nozzle, brass EN 1216X / EN 1982

brass EN 1216X, with lead seal hole -BSP female thread ISO 228-1

nickel plated brass ball NF EN 1216X

PTFE

screw : SS A2 (304) - packing : PTFE - other components : brass EN 1216X
handle : brass EN 1216X / EN 1982

REXUO compression fitting, brass components EN 1216X / EN 1982

Leakprooftest of body and ball in accordance with ISO 5208 : PN25. Mechanical strength test of swivelling nuts following NF P 43-007. Rexuo fitting test : Internal
pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance test to ISO 3501 - Internal
pressure tightness test in pipe bend conditions to ISO 3503.

Test certificates available on request.

Swivelling nut

PRESSURE

16

BAR

FULL
BORE

Valve control

TECHNICAL PRICE LIST 2024 - HUOT.FR SE2235 & SE9736 - SPHERUO meter valve
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SPHERUO meter valve

Straight or elbow valve for meter inlet or outlet, with REXUO fitting for PE and PVC pipes - DN15 to 40

SE2235 - Straight SPHERUO

Recommended
Code torque
(Thread)
(CELR)]

SE9736 - Elbow SPHERUO

JEAn|
i
|
|

A
-
|
|

[ E | Snap-on packing

v Assembly tested before dispatch

9235.1520SE 3/4" 3 0,39
9235.1525SE 15 25 3/4" 45 44 85 mechanical 0,41 | E |

9235.1532SE 15 32 3/4" 56 44 95 3 0,56
9235.2025SE 20 25 1" 45 48 94 mechanical 053 W

9235.2032SE 20 32 1" 56 48 11 3 0,68

9235.2532SE 25 32 1"1/4 56 63 117 3 0,99
9235.2540SE 25 40 1"1/4 67 63 129 mechanical 113 [ E |
9235.3040SE 30 40 1"1/2 67 69 134 mechanical 135 W
9235.3050SE 30 50 1"1/2 77 69 152 mechanical 1,57 [ E |
9235.4050SE 40 50 2" 78 83 165 mechanical 2,40 [ E |

H SECUO control
% I = Recommended
T
Code (Thread) S
(daN.m)

ﬁ\ 9235.1525DV 15 25 3/4" 37 75 84 mechanical 049 HEW

() 9235.1532DV 15 32 3/4" 45 75 95 3 0,64
= 9235.2025DV 20 25 1" 45 79 94 mechanical 0,62 [ E |

. 9235.2032DV 20 32 1" 54 79 11 3 0,77

9235.2532DV 25 32 1"1/4 54 118 17 3 1,06

For Nickel-plated valves product code ends with "NV" instead of "DV"

Recommended
Cod torque
068 (Thread) 9

(daN.m)

9736.1525SE 3/4" 57 mechanical 0,48 [ E |
9736.1532SE 15 32 3/4" 57 44 57 3 0,59
9736.2025SE 20 25 1” 46 48 57 mechanical 0,61 | E |
9736.2032SE 20 32 1" 57 48 59 3 0,75
9736.3040SE 30 40 1"1/2 67 69 82 mechanical 1,78 [ E |/
9736.4050SE 40 50 2" 77 83 82 mechanical 3,02 WV
SECUO control
Code torque
(Thread)
(daN.m)

9736.1525DV 3/4" 46 75 57 mechanical 056 W
9736.1532DV 15 32 3/4" 57 75 57 3 0,67
9736.2032DV 20 32 1" 57 79 59 3 0,83

SE2235 & SE9736 - SPHERUO meter valve
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WATER METER

EQUIPMENT

2235 - 2236

2245 - 2246 ‘ e336

SPHERUO water meter valve

Straight valve for water meter inlet or outlet, male or female threaded - DN 15 to 40

2235 | Straight SPHERUO valve with male thread
2236

Male thread

With SECUO
control

The swivelling nut
facilitates meter
installation
and replacement

2235 : Male thread size is smaller than nut size
2236 : Male thread and nut thread are the same size
Thread sizes : see table overleaf

5336 Standardised straight 2245 | Straight SPHERUO
SPHERUO valve forwater 2246 | valve with female
supply companies thread

With SECUO
With SECUO p—
control
S Zzwnutsize

2246 : Female thread and nut thread are the same size
Thread sizes : see table overleaf

Mal%ut thread size
Thread sizes : see

SECUO STOP

} Seep.95
> Temporary control lock device.

Can be fitted on all SPHERUO water meter valves.

Body brass EN 1216X / EN 1982

brass EN 1216X / EN 1982 - BSP male or female threaded 1SO 228-1 NF EN 03-005
Swiveling nut brass EN 1216X / EN 1982 - BSP male or female threaded 1SO 228-1 NF EN 03-005
Disc nickel plated brass ball NF EN 1216X

Seat PTFE

screw: stainless steel A2 (304) - lining: PTFE - other components: brass EN 1216X / EN 1982

Control

Leakproof test of body and ball according to NF E 29-311 - ISO 5208: PN25. Mechanical strength test of swivelling nuts following NF P 43-007 / NF P 43-002 for
water company type. Test certificates available on request.

h HUOT

@ ProDUCT

Va turn ball valve,
with massive, full bore ball

Ball inserted between PTFE seats
for complete tightness

Asymmetric handle for easier
opening and shut-off

Swivelling nut for easy meter
installation and removal

Gasket supplied

SECUO control (code DV)
available for these valves

wves o (1 WIDE
100% PRODUCT
BRASS RANGE
PRESSURE FULL
16 BORE

BAR

TECHNICAL PRICE LIST 2024 - HUOT.FR

2235-2236 - 2336 - 2245-2246 - SPHERUO water meter valve



2235-2236 - Male threaded SPHERUO

weC)

el ]

—ad -
—16

2235 - 2236
2245 - 2246

‘2336

SPHERUO water meter valve

Straight valve for water meter inlet or outlet, male or female threaded — DN 15 to 40

Cod
“ (Thread) (Thread) Eam

& a
LS S

2235.15 1/2" 3/4" 0,30
2236.15 15 3/4" 3/4" 44 60 32 0,30
2236.15V 15V 1" 3/4" 44 61 32 0,34
2235.20 20 3/4" 1" 48 78 42 0,46
2236.20 20 1" 1" 48 80 42 0,47
2236.20V 20V 1"1/4 1" 48 80 42 0,51
2235.25 25 1" 1"1/4 63 93 48 0,79
2236.25 25 1"1/4 1"1/4 63 97 48 0,85
2235.30 30 1"1/4 1"1/2 67 105 60 1,13
2236.30 30 1"1/2 1"1/2 67 103 60 1,09
2236.30V 30V 2" 1"1/2 67 104 60 1,13
2235.40 40 1"1/2 2" 83 126 72 1,97
2236.40 40 2" 2" 83 120 72 1,96
SECUO control
R
(Thread) (Thread) (mm)
2235.15DV 1/2" 3/4" 0,38
2236.15DV 15 3/4" 3/4" 75 62 32 0,39
2235.20DV 20 3/4" 1" 79 78 42 0,55
2236.20DV 20 1" 1" 79 80 42 0,56

2336 - Standardised straight SPHERUO valve for water supply companies

."Iﬂ.

2245-2246 - Female threaded SPHERUO

L

| |||ﬂl1[\l

Code
(Thread) (Thread) (mm)

2336.15 3/4" 3/4" 0,35
2336.15V 15V 1" 3/4" 44 80 32 0,36
2336.20 20 1" 1" 48 80 42 0,48
2336.20V 20V 1"1/4 IG 48 80 42 0,52
2336.30 30 1"1/2 1"1/2 67 111 60 1,13
2336.30V 30V 2" 1"1/2 67 111 60 1,20
2336.40 40 2 2 83 140 72 2,05
SECUO control

Code
(Thread) (Thread) (mm)

2336.15DV

15

3/4"

3/4"

2245.15 15 1/2" 3/4" 0,30
2246.15 15 3/4" 3/4" 4 60 32 031
SECUO control

Code
(Thread) (Thread) (mm)

2245.15DV 1/2" 3/4" 0,38
2246.15DV 15 3/4" 3/4” 75 60 32 0,39
2245.20DV 20 3/4" 1" 79 74 38 0,55
2246.20DV 20 1" 1" 77 74 38 0,55
2245.25DV 25 1" 1"1/4 77 74 48 0,85
2245.40DV 40 1"1/2 2" 114 156 72 2,14
2246.40DV 40 2" 2" 114 165 72 2,34

2235-2236 - 2336 - 2245-2246 - SPHERUO water meter valve
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WATER METER
EQUIPMENT

h HUOT

SPHERUO water meter valve

Straight or elbow valve for meter inlet or outlet, with REXUO fitting for PE and PVC pipes — DN15

9255 | Straight SPHERUO meter valve @ SRODUCT

REXUO connection Asymm.etric har?dle for N
with large gasket, easier opening
deep pipe insertion,
optimised tightening

1/4 turn water meter ball
valve, full bore

The ball obturator revolves
between two PTFA seats which
warrants total leakproofness
1/4 turn ball valve, Male threaded
full bore connection REXUO connection with
integrated large gasket
|
Asymmetric handle for easy
opening and closing

9755 | Elbow SPHERUO meter valve

Available with SECUO
Asymmetric handle for security handle (code DV)
1/4 turn ball valve, easier opening
full bore
REXUO connection Male threaded

with large gasket,
deep pipe insertion,
optimised tightening

connection

FOCUS | REXUO DESIGN DETAIL

SELF-SEALING KIT . SECUO STOP

Compression ring (2)
ensures grip
by tightening
the compression nut (3)

1 P 3 The friction washer (1) See p'65 &67 :

protects the gasket

> Reduces REXUO fittings. > Temporary control lock device.
LARG No oakum nor sealing Can be fitted on all SPHERUO
GASKET compound needed . water meter valves.

brass EN 1216X / EN 1982 NALVESAND LARGE
FITTINGS GASKET
nozzle, brass EN 1216X / EN 1982 100%
Swivelling nut brass EN 1216X, with lead seal hole - BSP female thread 1SO 228-1 BRASS g
nickel plated brass ball NF EN 1216X
PTFE
Valve control screw : SS A2(304) - packing : PTFE - other components : brass EN 1216X/EN 1982 PRESSURE FULL

16 BORE

BAR

REXUO ompression fitting, brass components EN 1216X / EN 1982

Leakprooftest of body and ball in accordance with ISO 5208 : PN25. Mechanical strength test of swivelling nuts following NF P 43-007. Rexuo fitting test : Internal
pressure tightness test to ISO 3458 - Internal depression tightness test and required characteristics to ISO 3459 - Traction resistance test to ISO 3501 - Internal
pressure tightness test in pipe bend conditions to ISO 3503.

Test certificates available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR 9255-9755 - SPHERUO water meter valve
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SPHERUO water meter valve
Straight or elbow valve for meter inlet or outlet, with REXUO fitting for PE and PVC pipes - DN15

9255 - Straight SPHERUO

@D

A
Y

Recommended
F L
torque
(Thread) (mm)
(daN.m)
15 25 3/4" 45 44 80

9255.152025

i
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9755 - Elbow SPHERUO

15 -
@D
L _ E
Recommended
F L
torque
(Filetage) (mm)
(daN.m)
9755.152025 15 25 3/4" 46 44 70 butée 0,41

9255-9755 - SPHERUO water meter valve HUOT.FR - TECHNICAL PRICE LIST 2024



WATER METER
EQUIPMENT

h HUOT

SPHERUO water meter valve

Elbow valve with male threaded end for water meter inlet or outlet — DN15 to 40

gggg Reduced bore elbow SPHERUO @ PRODUCT

The swivelling nut p Y turn ball valve,

facilitates with massive, full bore ball
meter installation

and replacement :
P Ball inserted between PTFE seats

for complete tightness
Male thread

Asymmetric handle for easier

opening and shut-off

| — Swivelling nut for easy meter

installation and removal

5336 | Full bore elbow SPHERUO valve Gasket supplied
for water supply companies

With SECUO
control

Thread sizes : see table overleaf

- thread size is identical or greater that nut thread size -

SECUO STOP

> Temporary control lock device.

Can be fitted on all SPHERUO water meter valves.

Body brass EN 1216X / EN 1982 - BSP male thread 1SO 228-1 s WIDE
brass EN 1216X / EN 1982 - BSP male or female threaded 1SO 228-1 NF EN 03-005 100% PRODUCT

Swivelling nut brass EN 1216X / EN 1982 - BSP male or female threaded ISO 228-1 NF EN 03-005 BRASS
Disc nickel plated brass ball NF EN 1216X
Seat PTFE

Control screw: stainless steel A2 (304) - lining: PTFE - other components: brass EN 1216X / EN 1982 BHESSIRE FULL

16 BORE

BAR

RANGE

Leakproof test of body and ball according to NF E 29-311 - 1SO 5208: PN25. Mechanical strength test of swivelling nuts following NF P 43-007 /
NF P 43-002 for water company type. Test certificates available on request.

TECHNICAL PRICE LIST 2024 - HUOT.FR 2535-2536 & 5336 - SPHERUO water meter valve
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SPHERUO water meter valve

Elbow valve with male threaded end for water meter inlet or outlet — DN15 to 40

Code
(Thread) | (Thread) | (mm)

2535.15 25 0,32
2536.15 15 3/4” 3/4” 33 41 31 0,31

2535-2536 - Male threaded reduced bore elbow Spheruo

5336 - Male threaded full bore elbow SPHERUO valve for water supply companies

R N P P R Y el

] 5336.15 0,35

5336.15V 15V 1” 3/4" 57 44 035
2 - 5336.20 20 1" 1 57 48 0,52 E =
5336.20V 20V 171/4 1" 57 48 0,51 E %
5336.30 30 1172 1"1/2 82 69 1,26 E3
5336.30V 30V 2" 171/2 82 69 1,30 zu

L 5336.40 40 2 2" 82 83 2,27

g SECUO control
) i

“ (Thread) (Thread) Hmm

5336.15DV

Technical leaflets also available on
HUOT.FR

FURTHER INFORMATION

Meter 1956 : short check
COMPLEMENTARY RANGE setting valve (58 mm))

You can complete your installations
with a large choice of accessories :

On our website :

« Check valve
« Meter setting

- Meter b
B Distris e }Seep.97
B Technical €3

2535-2536 & 5336 - SPHERUO watre meter valve HUOT.FR - TECHNICAL PRICE LIST 2024 90
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SPHERUO water meter valve with drain
Drain valve with male threaded end for water meter inlet (3236) or outlet (3238) — DN15 to 40

3236 | Straight SPHERUO drain valve for water meter inlet @ PRODUCT

Male thread %"and 1/, Swivelling nut D Vaturn ball valve,

swivelling nut %”and 1" 3/4"and 1" with massive, full bore ball

Ball inserted between PTFE seats

Drain plug 9.8 on one for complete tightness

side, 9.8 on the other

side -9.A,9.D,9E 95 : .
or 9.G possible Asymmetric handle for easier

opening and shut-off

A Supplied with one drain plug only | — Swivelling nut for easy meter
installation and removal

3238 | Straight SPHERUO drain valve for water meter outlet Gasket supplied

Swivelling nut for easy
installation or
replacement

Y4 turn full bore ball
valve

Male thread %"and 1",
swivelling nut %"and 1"

WATER METER
EQUIPMENT

A Supplied with one drain plug only

FOCUS | DRAINVALVE INLET AND OUTLET

Drain tap range . SECUO STOP

Inlet 3236 Outlet 3238

> Temporary control lock device.
Can be fitted on all SPHERUO
} See p.101 [¢ water meter valves.

Body brass EN 1216X / EN 1982 - BSP male thread 1SO 228-1 s WIDE
brass EN 1216X / EN 1982 - BSP male or female threaded 1SO 228-1 NF EN 03-005 100% PRODUCT
Swivelling nut brass EN 1216X / EN 1982 - BSP male or female threaded ISO 228-1 NF EN 03-005 BRASS RANGE
Disc nickel plated brass ball EN 1216X
PTFE
Control screw: stainless steel A2 (304) - lining: PTFE - other components: brass EN 1216X / EN 1982 BHESSIRE FULL

16 BORE

BAR

Leakprooftest of body and ball according to NF E 29-311 - 1SO 5208: PN25. Mechanical strength test of swivelling nuts following NF P 43-007.
Test certificates available on request.

9 TECHNICAL PRICE LIST 2024 - HUOT.FR 3236 & 3238 - SPHERUO water meter valve with drain
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SPHERUO water meter valve with drain
Drain valve with male threaded end for water meter inlet (3236) or outlet (3238) - DN15 to 40

3236 - Straight Spheruo valve for meter inlet

3236.15 15 3/4" 3/4” 70 44 0,36
3236.20 20 1" 1" 91 48 0,56
3236.15BGL* 15 3/4" 3/4" 89 44 0,41
3236.20BGL* 20 1 1 110 48 0,58

*Supplied with 2 drain taps (9B & 9G)

3238 - Straight Spheruo valve for meter outlet

i
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F T L
Cod
o6 (Thread) (Thread) (mm)
3/4" 3/4" 91 48

3238.15 15 0,52
3238.20 20 1" 1" 113 63 0,86

Technical leaflets also available on
HUOT.FR

FURTHER INFORMATION

Meter 1956 : short check
COMPLEMENTARY RANGE setting valve (58 mm)

You can complete your installations
with a large choice of accessories :

On our website :

« Check valve
« Meter setting

- Meter b
B Distris e }Seep.97

B Technical €3

3236 & 3238 - SPHERUO water meter valve with drain HUOT.FR - TECHNICAL PRICE LIST 2024
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SPHERUO water meter valve

Straight meter valve - Male threaded outlet with no-return valve

I57/RC | Straight SPHERUO meter outlet valve @ SRODUCT

Asymmetric handle
for easier opening ) Meter outlet valve combining

5 essential functionalities in
narrow meter boxes :

- potable water delivery point
allowing the client to cut off the
supply during works at their home

1/4 turn ball valve

Addition of this valve

The captive nut allows (STl 2 i) - the water network is protected
taking off the meter allows the replacement of a 170mm .

without demounting Male BSP threaded long DN15 meter by a 110mm agains pO||Ut?C| backflows

the whole installation | — outlet DN15 meter thanks to the integrated no-

return valve at the outlet
- bleeding the installation allows
the extraction of accumulated air and
' draining of the customer's installation
9157 | Straight SPHERUO meter outlet valve - pressure measurement
upstream the no-return valve
(not on 58mm version)

1/4 turn ball valve, Asymmetric handle
full bore for easier openin
pening The ball obturator revolves
between two PTFA seats which

- warrants total leakproofness
w =
=
wow
==
x . .
w s The captive nut allows REXUO outlet with
<§t g taking off the meter large gasket, deep pipe

without demounting - insertion, optimised

the whole installation tighthening

FOCUS | VALVE INLET AND OUTLET

Drain tap range . SECUO STOP

Inlet with captive nut Threaded outlet

. See p.95
> Temporary control lock device.
Can be fitted on all SPHERUO

water meter valves.

brass EN 1216X VALVESAND WIDE
brass EN 12168 - BSP female threaded ISO 228-1 - NF E 03-005 100% M PRODUCT
nickel plated brass ball NF EN 1216X BRASS RANGE
N

brass EN 1216X
pollution prevention function, acetal, to NF P 43-007 PRESSURE FULL

10 BORE

BAR

Water tightness tests of valve body and ball in accordance with NF E 29-311 - SO 5208: PN 25. Strength test of captive nuts in accordance with NF P 43-007
standard. Non-return valve test in accordance with NF P 43-007. Test certificates in accordance with current standards are available on request

9 TECHNICAL PRICE LIST 2024 - HUOT.FR 1157/RCand 9157 - SPHERUO water meter valve
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1157/RC - Straight Spheruo meter outlet valve

“

SPHERUO water meter valve

Straight meter valve - Male threaded outlet with no-return valve

F T L
(Thread) (Thread) (mm)
3/4" 3/4" 86 44 0,44

1157.RC1520 15
1157.RC2020 20 3/4" 1" 115 48 0,69
1157.RC2026 20 1" 1" 101 48 0,59

58 mm version

“

15

1157.RC1558

F T L
(Thread) (Thread) (mm)
3/4" 3/4" 58 41 0,28

9157/RC - Straight Spheruo meter outlet valve

(I
)
5

@D

S

=

&)

Recommended
T L
Code torque
(Thread) (mm) 9
(daN.m)
9157.RC2025 20 1" 25 135 48 mechanical 078 [N
9157.RC2032 20 1" 32 146 48 3 0,94

1157/RCand 9157 - SPHERUO water meter valve

HUOT.FR - TECHNICAL PRICE LIST 2024
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h HUOT

SECUO STOP and key for SECUO device

Universal locking device for SPHERUO meter cocks DN15 and 20

@ ProDUCT
Temporary valve

key blocking ) Can be set on all SPHERUO
device valves with standard
control lever

Specific operating

|deal tool for the network
manager, prevents opening and
closing of existing valves :

- Blocks the water supply

in case of change of subscriber
- Forces a permanent supply in
order to prevent meter disposal
without inundation risk

+ Allows to make the valve
accessible again for the subscriber
when these situations have
come to an end

) Individually packed

) Supplied without key

For DN15 or DN20 valves

i
==
wow
==
-3
w s
=2

FOCUS | INSTRUCTIONS FORINSTALLATION IN 3 SIMPLE STEPS

evice To start with, check if male and female flats match.

Return to original configuration in two steps :
- Unscrew and remove the SECUO-STOP lock by means of the SECUQO key
- Put the original handle on again and tighten the screw

SECUO key 2035.DV15C
is also used for o 9 e
permanent SECUO
locking devices (DV)

Position and fasten the SECUO
Check if the ball is in the right Unscrew and remove the STOP locking device with the

ONE KEY ONLY FOR EACH NETWORK MANAGER position before locking original handle dedicated key

VALVES AND UNIVERSAL

FITTINGS
DEVICE FOR
100% SPHERUO

BRASS VALVES

IR  oiessstel A2 (304 ONLY ONE

KEY
PER MANAGER

Tx1

: TECHNICAL PRICE LIST 2024 - HUOT.FR 35 &2035/D - SECUO STOP and key for SECUO device
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SECUQ STOP and key for SECUO device

Universal locking device for SPHERUO meter cocks DN15 and 20

L oD
Code
(mm)
28 45 56 0,15

35-SECUO STOP

35.15 17

= O
B IS S

A
i — T

&
- Z
w ow
2035/D - Key for SECUO device ==
==
L L § &
‘ (mm)

| 2035.DV15C 15-20 60 60 0,09

2035.DV15CL 15-20 100 52 0,09

2035.DV40C 25-30-40 140 63 0,16

Technical leaflets also available on
HUOT.FR

FURTHER INFORMATION

Meter 1956 : short check
COMPLEMENTARY RANGE setting valve (58 mm)

You can complete your installations
with a large choice of accessories :

On our website :

« Check valve
« Meter setting

- Meter b
B Distris e }Seep.97

B Technical €3

35&2035/D - SECUO STOP and key for SECUO device HUOT.FR - TECHNICAL PRICE LIST 2024



WATER METER

EQUIPMENT

Check valve

DN15(1956) - DN 15 and 20 (1996) - DN15 to 40 (1916)

1916 | Straight check valve

Easy meter installation
or replacement by
draw-down of the

swivelling nut. The flat

gasket (supplied) gua-
rantees leakproofness.

Inlet and outlet @ 3" to 2"for connections
DN15 to DN40 mm

Straight check valve,

1956 length 58 mm

Inlet and outlet @ %"

| —
Equipped with :

- Inlet drain with 1/8" female thread for pressure tapping or water sampling
- Outlet drain with 1/8"female thread for draining
- Both drains have captive caps

Control and operation equipment (1916 and 1996)

9/E

@ ProDUCT

D The check valve, installed at the
outlet of hot and cold water
meters, protects the water
supply against polluted backflows

Male threaded outlet
with gasket surface

Installation : no
positioning constraint -
the spring mechanism
inside the check valve
works in both directions

All parts of the check valve are
compatible :

- No corrosion risk nor
electrolytic reaction

in aggressive environments

or with water treated for
pipeline disinfection

(e.g. potassium permanganate
or sodium hypochlorite)

Elbow check valve
1996 70 mm

Elbow valve @ %" and 1" For fluid temperatures below 40°C

(1956) or 65°C (1916 and 1996)

) Flat gasket supplied

1996/D 1996/G

) Individually packed in plastic bag

Equipped with :

- Inlet drain* with 1/4" female thread for pressure tapping or water sampling
- Outlet drain* with 1/4"female thread for drain tap

- (*) equipment possibilities overleaf

HYDRAULIC PERFORMANCES

Performances (1916 and 1996) :

- The cartridge reduces head losses and improves the fluid
flow compared to standard requirements
for the following types :

-DN15=020 mm

-DN20=025mm

9/B - Guaranteed leakproofness under back pressure :

Swivelling nut brass EN 1216X
fber
Check mechanism

Tests according to NF P 43-007 standard. Test certificates available on request.

polyoxymethylene 1ISO 1043-1

- minimum : 3mbar
- maximum : 16 bar

(1916, 1956 et 1996)
} See p.67

VALVES AND
FITTINGS

100%
BRASS

WIDE
PRODUCT
RANGE

PRESSURE

10

BAR

TECHNICAL PRICE LIST 2024 - HUOT.FR

1916 - 1956 - 1996 - Check valve



Check valve
DN15(1956)-DN15 and 20 (1996) - DN15 to 40 (1916)

1916 - Straight check valve

N o | | e L [
Code
. o (Thread) | (Thread) (mm) (kg)
-\ Check valve with 1 plug 9B
IWW ‘ 1916.15 15 3/4" 3/4” 22 79 0,20
l“‘i‘ 1916.20 20 1" 1" 25 89 0,34
= 1916.25 25 1"1/4 1"1/4 32 109 0,60
1916.30 30 1"1/2 1"1/2 36 111 0,73
1916.40 40 2" 2" 39 121 1,02
Check valve with 2 plugs 9B
1916.152B 15 3/4" 3/4” 22 79 0,23
1916.202B 20 1" 1" 25 89 0,37
1916.252B 25 1"1/4 1"1/4 32 109 0,63
1916.302B 30 1"1/2 1"1/2 36 111 0,76
1916.402B 40 2" 2" 39 121 1,05
Check valve with 2 captive taps 9D
1916.152D 15 3/4" 3/4” 50 79 0,26
1916.202D 20 1" 1" 53 89 0,40
Check valve with 2 drain taps 9E
1916.152E 15 3/4" 3/4" 41 79 0,22
1916.202E 20 1" 1" 44 89 0,36
Check valve with 1 plug 9B / 1 drain plug 95
9B 9S
1916.15BS 15 3/4" 3/4” 22 30 79 0,22
1916.20BS 20 1" 1" 25 33 89 0,35
Check valve with 1 plug 9B/ 1 drain tap 9E
9B 9E
- ” 1916.15BE 15 3/4" 3/4" 2 41 79 0,23
1916.20BE 20 1” 1" 25 44 89 0,36
Check valve with 2 drain taps 9G
1916.152G 15 3/4" 3/4" 40 79 0,21
1916.202G 20 1" 1" 43 89 0,34
1916.252G 25 1"1/4 1"1/4 50 109 0,61
1916.302G 30 1"1/2 1"1/2 54 111 0,74
1916.402G 40 2" 2" 57 121 1,03
1956 - Straight check valve
F T L
Code (Thread) (Thread) (mm)
. = = 1956.152G 15 3/4" 3/4" 37 58 0,16

i

1996 - Elbow check valve

F T L Poids
Code )
(Filetage) |(Taraudage) (mm) (kg)

- I Elbow check valve with 2 plugs 9B on the left side
m& 7 1996.15G2B 15 3/4" 3/4” 53 31 0,27
1996.20G2B 20 1" 1" 64 38 0,40

Elbow check valve with 2 plugs 9B on the right side
1996.15D2B 15 3/4" 3/4” 53 31 0,27
1996.20D2B 20 1" 1" 64 38 0,40

1916 - 1956 - 1996 - Check valve HUOT.FR - TECHNICAL PRICE LIST 2024
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WATER METER

EQUIPMENT

2019/B
2020/B

Drain sleeve with captive cap
DN15 and 20 (2019/B) - DN15 to 40 (2020/B)

2019/B | Reducer drain sleeve with captive cap

Captive drain cap,
leakproof through
metal/rubber
contact

Manual drain system
for meter outlets

Easy meter removal by
drawing the swivelling
nut back without
taking the installation
down

2019/B: Outlet thread size is smaller than nut thread size | —

2020/B | Drain sleeve with captive cap

2020/B : Outlet and nut have the same thread size

Check valve range . Meter valve range

|

Straight or elbow check valve, Male threaded inlet or REXUO,
different drain types available . a turn or multiturn

brass EN 1216X - BSP male threaded 1SO 228-1
brass EN 1216X - BSP male threaded 1SO 228-1

F—— ut
Drain cap brass EN 1216X

Cap rivet

rubber EN 681-1

Body leakproof test following NF E 43-001. Mechanical strength test of swivelling nuts following NF P 43-007.
Test certificates available on request.

h HUOT

@ ProDUCT

) Captive drain cap

) Compatible materials, don't
alter the water quality

P Easy toinstall - thanks to the
swivelling nut, no need to
remove the service connection

VALVES AND WIDE

FITTINGS

100% PRODUCT
BRASS RANGE

PRESSURE

10

BAR

TECHNICAL PRICE LIST 2024 - HUOT.FR

2019/B & 2020/B - Drain sleeve with captive cap



h HUOT
2019/B
2020/B

Drain sleeve with captive cap
DN15and 20 (2019/B) - DN15 to 40 (2020/B)

2019/B - Reducer drain sleeve with captive cap

T

_ L
F T L
Code
(Thread) (Thread) (mm)
1/2" 3/4" 33 67

2019.B15 15 0,16
2019.B20 20 3/4” 1 34 75 0,22

2020/B - Drain sleeve with captive cap

w

i
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F T L
Cod
06e (Thread) (Thread) (mm)
3/4" 3/4" 31 57

2020.B15 15 0,16
2020.B20 20 1 1" 34 60 0,20
2020.B25 25 1"1/4 1"1/4 40 78 0,37
2020.B30 30 1"1/2 1"1/2 42 79 0,43
2020.B40 40 2" 2" 47 82 0,61

Technical leaflets also available on
HUOT.FR

FURTHER INFORMATION

Meter 3916 : Brass meter
COMPLEMENTARY RANGE setting replacement sleeve

You can complete your installations
with a large choice of accessories :

« Check valve

« Meter setting

« Meter boxes

« Meter replacement sleeve

On our website :

H DistriD®
B Technical €3

2019/B & 2020/B - Drain sleeve with captive cap HUOT.FR - TECHNICAL PRICE LIST 2024 00



I HuOT
9/A | 9/D | 9/E

Drain tap 1/4"

For water meter and house installation ball valves with 4" female threaded drain, ISO 228-1

g/A | Drain tap with captive g/p | Drain tap with captive
handle and O-ring valve screw
Handle control - inclined outlet — O-ring supplied Handle control - inclined outlet — O-ring supplied
g/g | Drain tap with captive g/G | Drain tap with captive
valve screw valve screw

WATER METER
EQUIPMENT

Knurled screw control, fiber ring supplied.
Handle control — drain hole in valve body — O-ring supplied Easy to mount

9/5 | Plug

Plug with control bar, O-ring supplied

Drain valves range . Non-return valves range

3236-3238 Straight or elbow valve, different
. control types available

Body, control, spindle, brass EN 12164
handle and pin vaves N> I PRESSURE WIDE
rubber EN 681-1 100% PRODUCT

fiber BRASS

nitrile

0 TECHNICAL PRICE LIST 2024 - HUOT.FR 9/A-9/D-9/E-9/G-9/S - Drain tap 1/4"



9/A
9/G

9/D
9/5

9/

Drain tap 1/4"

For water meter and house installation ball valves with 4" female threaded drain, ISO 228-1

9/A - Drain tap with spout and o-ring

L F L
Cod
068 (Thread) (mm)
9.A 1/4" 18 37 30 0,05

9/D - Drain tap with spout and captive screw

L F L
Code
(Thread) (mm)
9.0 1/4" 18 31 30 0,04

1]
1=

9/E - Drain tap with drain hole
]
%

9/G - Drain tap with captive valve screw

F L
Code
(Thread) (mm)
9.E 1/4" 22 16 0,02

F L
Cod
068 (Thread) (mm)
9.G 14" 21 15 0,02

9/S - Plug with control bar and o-ring

L F L
Cod
08e (Thread) (mm)
9.5 1/4" 12 18 0,02

9/A-9/D-9/E-9/G-9/S - Drain tap 1/4" HUOT.FR - TECHNICAL PRICE LIST 2024
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h HUOT

Straight ball valve
Brass handle - DN 15 to 40

Two female threaded ends

With SECUO
control

(3 PrRODUCT

Va turn ball valve, with massive, full bore ball

Ball inserted between PTFE seats for complete tightness

Compatible material, no influence on water quality, even in aggressive environments
Asymmetric brass handle facilitates opening and shut-off

DN15 to DN40

230 - Double female valve

- T T2 Weight
"'3’ (Thread) | (Thread) (kg)
<C
= 230.15 15 1/2" 1/2" 44 58 0,25
= 230.20 20 3/4" 3/4" 48 71 0,40
=9 [ 230.26 25 1" 1" 63 80 0,64
L
SECUO control
Cod T1 T2
e oce (Thread) | (Thread)
. 230.15DV 15 1/2" 1/2" 77 58 0,33
230.20DV 20 3/4" 3/4" 79 71 0,48
230.26DV 25 1" 1" 96 80 0,71
230.33DV 32 1"1/4 1"1/4 102 90 0,99
230.40DV 40 1"1/2 1"1/2 116 102 1,58

For Nickel-plated valves product code ends with "NV" instead of "DV"

Body & nipple brass NF EN 12164/ NF EN 1982 - BSP threaded 1S0228-1 NF E 03-005
nickel plated brass ball NF EN 1216X MATERIAL B PRESSURE
PTFE 1 000/0 1 6
Valve control screw : SS A2 (304) - packing : PTFE - other components : brass EN 1216X. BRASS BAR

handle : brass EN 1216X /EN 1982

Leakproof test of body and ball in accordance with ISO 5208: PN25. Test certificates available on request.

0 TECHNICAL PRICE LIST 2024 - HUOT.FR 230 - Straight ball valve



% 1SO 900

Quality Management system certified
to1SO 9001 :2015

> Design

> Industrial mastery

> Recommendation and marketing of complete
distribution systems for drinking water and other

fluids.

> Renewed in 2021

SOCIETE HUOT

2 RUE DE LA MARSOUPE - 55300 SAINT MIHIEL - FRANCE

Standard

1SO 9001:2015

Domaine dacivié

CONCEPTION, FABRICATION, PRECONISATION ET
CCOMMERCIALISATION DE SYSTEMES COMPLETS DE DISTRIBUTION
D'EAU POTABLE ET AUTRES FLUIDES.

Date dentrée en viguewr - 11 avrl 2021

Torganisme, ce certicat est valable jusqu'au : 10 avrl 2024
ate orginale de certication - 30 avl 2018

Cenatn: FRoBiSTAL bater G2 2021
ke Soaseoa:

> General sales conditions

CATALOGUES

All elements figuring in our catalogues, technical leaflets and advertisements are for
information only and can not be used against us. The graphics, the measurements
and weight of our products may be subject to change without prior notice according to
technical developments and do not bind the company's liability.

PRICE OFFERS

Unless stated otherwise, all our price offers are valid one month from their date of issue.
The ensuing orders involve complete adherence to these general sales conditions
excluding all other documents.

ORDERS

All presented orders are subject to a prior agreement between our sales department
and the buyer, either by a special offer or by the issue of terms.

All first orders are subject to prepayment and to the remittance of the buyer's business
and banking references, in order to set up his account.

Any particular note of the buyer on his order form, all commitments on part of our agents or
representatives, will only be binding when confirmed by our acknowledgement of receipt.
Orders of an amount of less than 150 Euros, tax not included, will not be honoured.

PRICES
Our prices are established as per the conditions of the catalogue in force on the day of
dispatch of the goods, in Euros, ex works, tax and packaging not included.

TRANSPORT

The delivery time indicated by our sales department or figuring on our acknowledgements
of receipt is for information only. Any delay that might occur during the manufacturing
cannot lead to the cancellation of the order. It cannot be subject to penalties for late
delivery or any other compensation either.

In case of force majeure (strike, war, requisitioning etc.) or of serious damage hitting
our Company, we will be freed by rights of all commitments taken by our staff or by our
acknowledgements of receipt.

The goods always travel at the buyer’s risks, whatever mode of transport he chose.
Without specifying, the goods travel by the mode of transport we choose. Any delay due
to the transport time does not bind the company’s liability; it is the buyer’s responsibility
to contact the carrier for all disputes after the goods left our works.

In case of transport dispute, it is the buyer’s responsibility to take all the necessary steps
in writing and within forty-eight hours against the carrier.

When the mode of transport is chosen by us, its costs are transferred to our invoices
according to the most attractive quality-price ratio. All inland orders of an amount superior
to 600 Euros, tax not included, are free of transport and packaging charges. Special
packing will be invoiced, even if the order amount is superior to 600 Euros ex VAT.
The transport and packaging costs for divided deliveries, where the amount of each
delivery is inferior to 600 Euros ex VAT, will be invoiced.

All export orders are considered ex works Saint-Mihiel.

Any claims regarding our supplying must be made in writing within two weeks after
the delivery date.

PROPERTY CLAUSE (article L. 621-122 of the French

Commercial Law)

The goods figuring on the invoices and delivery slips are sold with a clause that
explicitly subordinates the transfer of property to the full payment of the invoice on the
agreed date of payment. Notwithstanding, the delivery of the goods involves the trans-
fer of all risks of loss and deterioration, as well as of the damages they may cause, to
the buyer. The buyer will take out an insurance covering the risks that may come up
as from the delivery of the goods.

Before full payment of the goods, the buyer must single out the delivered goods and not
mix them with other goods coming from other suppliers.

In case of garnishment or any other intervention on the goods by a third party, the buyer
must immediately inform HUOT, in order to allow us to object and to preserve our rights.
Furthermore, the buyer will not pawn nor leave as security the goods that are subject
to the property clause.

The lack of full payment of the invoice can lead HUOT to claim the goods immediately.
If the goods are not singled out, HUOT may demand their reimbursement or take back
those that are still in stock.

Furthermore, in case of the buyer’s failure to fully pay the invoice at the date of payment,
HUOT may annul the sale if we think it fit, without further notice than that foreseen for
overdue payments, with the possibility to take back the goods.

Moreover, the buyer will owe 30% of the due sum to the seller for a penalty, after
deduction of the possible down payments.

GUARANTEE
All our material produced by ourselves is guaranteed for a period of one year as from
the date of dispatching.
The guarantee covers the fabrication faults or material defects, as well as the labour
costs in our works. It is limited to the replacement of the piece acknowledged defective
by our services and can by no means lead to any claim for compensation.
In any case, the transport remains at the buyer’s cost.
The guarantee does not apply when our qualified services acknowledge
the deterioration being a consequence of:

- normal wear due to use

- accidents resulting from neglect

- lack of supervision

- lack of upkeep

- failure to respect the standards

- an installation that is not in accordance with the professional regulations

and rules
- an inefficient storage

PAYMENT

Our invoices are payable to our head office in Saint-Mihiel, France.

Our invoices support no guarantee deduction.

Without special agreement, the term of payment is within 30 days from the date of
delivery of the goods or service. In case of payment in arrears,

penalty interets run by rights as from the date of payment agreed between us and
figuring on the invoice till the date of full payment. The penalty interest rate is the same
as the rate applied by the European Central Bank at its most recent refinancing
operation, increased by 10 percentage points. In addition, a fixed indemnity of 40 Euros
is due for recovery costs without prejudice to other, complementary indemnities.

All invoices of an amount inferior or equal to 150 Euros, are payable by cheque

at receipt.

REMARKS

No sales transaction can occur without the buyer's prior acknowledgement and
countersign of a copy of these general sales conditions.

Any dispute regarding our sales and of whatever kind they may be, will be submitted
de facto and by rights to the jurisdiction of the commercial court of our head office.



RUNNING BUSINESS IN MORE THAN

40 COUNTRIES

Sébastien Chartier Gilles Levaltier
Africa Other countries
Mob.:+33674792293 Mob.:+33 68507 87 86
E-mail : s.chartier@huot.fr E-mail : g.levaltier@huot.fr

HUOT TRAINERS

2 trainers are available to visit you in order to explain how to use our
products. Do not hesitate to call your HUOT Sales Representative to
organise a technical presentation, to get a technical advice or any

help to implement our products.

A compagny

of
HEAD OFFICE AND WORKS
2, RUE DE LA MARSOUPE - CS40036 - 55300 SAINT-MIHIEL Eas =
TEL:+33 (0329916655 - FAX: +33 (013299020 17 p———t

Thaddée Guermonprez
Europe and CIS

Mob.:+33 674792286
E-mail : t.guermonprez@huot.fr

Get connected to huot.fr

Q

PRODUCT INFO

HUOT.FR

HUOT CHANNEL
WWW.YOUTUBE.COM
/USER/HUOTOFFICIEL
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